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CHAPTER 1: INTRODUCTION  

1.1:  Background  

Urban growth is a global phenomenon presenting major challenges to the 

city. The central idea is that transport modes need to use space efficiently in 

order  to meet the demands of an increasing 

number of peopleõs transportation needs. Trips 

have to be as short as possible and transport 

must be managed with as little resources as 

possible i.e., money, space and energy.  

Equitable access to mobility can only be 

ensured by means of multiple modes of 

transportation. The encouragement of public 

transport, pedestrian and bicycle to enable 

mobility in growing cities is internationally 

recognized as a concept for which there is no 

alternative. Decades of concentration on 

segregated functions and car -oriented growth 

in cities has not produced the desired results and caused decision -makers 

throughout the world to reconsider their approach.  

Existing capacities in the local governments for undertaking systematic 

urban tran sport planning are still insufficient. Especially, the following 

problems can be seen:  

 One of the main planning issues is that most cities do not have a long -

term comprehensive urban transport strategy. Accordingly, the 

proposals for specific projects are often not integrated with other urban 

transport measures or with land use patterns.  

 Transport planning in most cities is usually a piece meal approach with 

main focus on the vehicular movement rather than on the mobility of 

people and goods.  

òSustainable urban 

mobility planning 

contributes to the 

movement of people and 

goods within an urban 

region in a way that delivers 

the environmental, 

economic and social 

dimensions of 

sustainability.ó 
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After the Gove rnment of India launched the Jawaharlal Nehru National 

Urban Renewal Mission (JNNURM) in December 2005, The Government of 

India in 2006, announced the first ever policy on urban transport, the 

National Urban Transport Policy (NUTP) with a focus to promote overall 

sustainability of transport sector in cities.  

Some of the policy objectives in the NUTP are being realized as proposals 

and projects under the JNNURM and  are being implemented as urban 

reforms agenda of which urban transport is a significant component. The 

Mission now makes it conditional upon the cities to take up transport 

projects in line with the recommendations made in the NUTP (which is 

driven by the principle of moving people not vehicles), in order to receive 

funding and grants. Each o f the cities has to come up with a Comprehensive 

Mobility Plan (CMP) for the city, and currently, many cities are engaged in 

preparing the same.  

The CMP is a key document providing the rationale for transport proposals. 

It is also a useful document to faci litate funding from other National or 

International source s of funding. The CMP has to be an integral part of 

Master Planning Process for development of city.  

The Comprehensive Mobility Plan for the State of Goa is the first of its kind 

where a mobility v ision will be prepared for an entire state with focus on 

regional connectivity between the various urban centres  within the State.  

In this regard, Imagine Panaji Smart City Development Limited (IPSCDL)  

along with the Government of Goa has awarded the stud y of Comprehensive 

Mobility Plan (CMP) to Urban Mass Transit Company Limited (UMTC).  

1.2:  Need for a Comprehensive Mobility Plan  

Any unplanned city suffers primarily from a lack of a proper integration of 

land use and transport system. Increasing urbanization l eads to haphazard 

increase in travel demand. Till the time the city authorities realize and wake 

up to the fact, the urban citizen goes for the obvious option of personal 

mobility, in the form of an automobile. This is again driven by the increasing 
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prospe rity brought on by increasing urbanization. All in all, the private 

vehicular ownership pattern of the 

city rises and its usage takes its toll 

on the urban transport system.  

Increasing usage of the automobile 

will eventually result in congestion, 

which creates varying dimensions 

of problems for different 

stakeholders of the system. The 

consumer suffers from increased travel time; urban environment suffers 

from pollution; and t he city authorities suffer from an inefficient usage of 

the transport system supply and face with the only prospect of increased 

investment on transport systems (which in most cases goes on increasing 

and widening the existing road network to alleviate con gestion). Absence of 

suitable infrastructure and system for freight drives up the production cost 

of manufacturers. The region suffers from obstacles to regional traffic that 

has to invariably negotiate with the local urban traffic and congestion.  

To coun ter the above problem of congestion and its various dimensions, the 

city authorities resort to an increased supply of transport systems (in the 

form of roads or public transport corridors) on an as -and -when -needed 

basis. This leads to an increase in public  investment on urban transport 

sector as well as an increased footprint of transport systems on the city. 

Increased footprint of transport systems, however, only leads to increased 

usage of the automobile, thus adding to overall congestion. On the other 

hand, the supply -demand gap leads to proliferation of informal systems of 

transport ð Intermediate Public Transport (IPT) such as auto rickshaws and 

taxis, which further add to the t raffic and congestion on roads. To 

accommodate regional traffic, bypasses at  the city edge are provided, which 

in the absence of suitable land use control, lead to development of 

undesirable nature along the corridors. A similar phenomenon has 

happened over the years in the city and region, leading to the current traffic 

and trans portation issues and thereby, affecting the mobility of the people. 
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Hence, a Comprehensive Mobility Plan is needed to address the mobility 

needs of the people focusing on non -motorized and public transport, rather 

than catering to the needs of private auto mobiles. A CMP optimizes the 

òmobility pattern of people and goodsó and acts as an effective platform for 

integrating land use and transport planning.  

1.3:  Main Objectives o f C MP for Goa  

 

 To understand the present and changed travel demands and 

characteristic s, forecast future transport demands and characteristics 

for State of Goa.  

 To identify socio -economic background of different groups and the 

travel pattern of residents of Goa . 

 To understand the current economic, social and environmental, 

energy demand, land use and transport development situation and 

trends in Goa . 

 To create a vision for Mobility in Goa addressing the movement of 

people and goods within, into and out of the state, in accordance with 

the National Urban Transport Policy (NUTP), Sustainable  Habitat 

Mission Guidelines and other policies governing the transport sector 

in the country . 
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 To select, develop and operationalize a Transport Planning (TP) model 

using state of the art modelling  software õs like CUBE/VISUM.  

 To assess the relevance of the  existing strategy, identify the 

consequences of pursuing alternative transportation strategies and 

recommend short term, medium term and long ðterm comprehensive 

transportation strateg ies for the study area up to next twenty years.  

 To strategize transport 

policy and parking 

policy as an integrated 

planning.  

 To generate a 

comprehensive mobility 

plan for decision 

makers focusing on 

following elements:  

 Integrating transport 

and land use actions to 

provide seamless and 

sustainable system with 

a focus on encour aging 

low -carbon mobility.  

 Developing an 

Integrated Public 

Transport Plan considering all modes of transit in the State like ferry 

services, buses, taxi services etc. and giving suggestions regarding 

mass rapid transit systems for seamless connectivity of urban centres .  

 Preparing Non -motorized Transport (NMT) Plans to encourage use of 

more sustainable transport modes.  

 Promoting sustainable transport by reducing dependence on private 

transport through improved land use and transport integration and 

creation  of more non motorized and public transport friendly 

environment.  

 Connecting all tourist destinations.  



 

22  
 

 Completing the street network through spatial analysis.  

 Improving the network connectivity by improving the existing road 

network.  

 Establishing integrated passenger terminals and freight terminals to 

cater to the transportation needs of passengers and freight.  

 Mobility Management Measures including junction improvement 

plans.  

 Establishing efficient inland water transport network.  

 Suggesting Intel ligent Transportation System (ITS) technologies.  

 Providing parking management solutions.  

 Giving s uggestions to reduce road fatalities by improving road safety.  

 To identify for all modes a phased program of appropriate and 

affordable investments and policy proposals and also integration of 

various modes of mass transits as well as public transport with 

Intermediate Public Transport (IPT) System.  

1.4:  Summary of t he Report  

This document presents the existing and future transportation scenario s 

along with the list of proposals identified for the Stat e of Goa. The report 

also gives transport strategies which can be used to overcome the 

transportation deficiencies in the coming years within the study area.  

All the recommendations in the form of short, medium and long  term 

proposals along with their block cost estimates are presented in the report.  
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CHAPTER 2: GOA TODAY - AN OVERVIEW  

2.1:  Introduction  

 

Figure  2.1: Location of Goa  

Goa is a State on the Western Coast of India, within the region known as the 

Konkan. It is bounded by Maharashtra in the North and Karnataka in the 

East and South and with the Arabian Sea forming its western c oast  (Figure 

2.1) . It is India's smallest State by area and the fourth -smallest by 

population. Goa has the highest GDP per capita among all Indian States, 

two and a half times that of the country.  

Panaji is the State's Capital, while Vasco da Gama is its l argest city. The 

historic city of Margao still exhibits the cultural influence of the Portuguese, 

who first landed in the early 16th century as merchants and conquered it 
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soon thereafter. Goa was a former Portuguese province and it remained its 

territory f or about 450 years until it was annexed by India in 1961. Goa, a 

paradise of scenic charm, nestled beautifully amidst seas and lush 

greeneries, is a dream destination of millions of travellers across the globe.  

Goa is visited by large numbers of internatio nal and domestic tourists each 

year for its sparkling sa nds, exotic beaches  and the  architectural splendours 

of its temples, churches, old houses and rich culture .  

2.2:  Study Area  

The Government of Goa has taken up the task of preparation of CMP for the 

entire  state which comprises a total area of 3702 sq.km with a population of 

14.58 Lakh s as per Census 2011. It has a coastline of 101 Km . 

 

Figure 2.2: Administrative Talukas of Goa State   
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The State is divided into two administrative sections, namely the North and 

South Goa. The State comprises of 70 Towns in which 56 are Census 

Towns, 13 Municipal Councils and 1 Municipal Corporation. There are 3 

urban agglomerations in the State. Goa has 3 34 villages in which 320 are 

inhabited villages, 9 are un -inhabited and 5 submerged villages. The study 

area is shown in Figure 2.2.  

2.3:  Climate  

Climate is a critical factor in the lives and livelihoods of the people and 

socioeconomic development as a whole. The territory, which is situated well 

within the tropics and flanked by the Arabian Sea to the West and the 

Western Ghats (Sahyadri) risi ng to an average height of 1 km  to the East, 

has tropical -maritime and monsoon type of climate, with profound 

topograph ic influence. Accordingly the climate is moist throughout the year. 

Other features of the climate are the regular and sufficient rainfall of 320 cm 

during the southwest monsoon season, mainly from June to September.   

The climate is generally pleasant. Due  to proximity of the seas, the territory 

is generally humid, with a further rise in humidity during the monsoon 

weather. During summers the relative humidity is above 60 percent.  

Temperature variations thr ough the seasons are also not much . 

 Summer: 24ěC ð 32ěC 

 Winter: 21.3ěC ð 32.2ěC 

 Rainfall: 32 cm (June to September)  

2.4:  Demographics  

For the State of Goa, the last Portuguese census was in 1960 whereas the 

first decadal enumeration by t he Census of India was in 1971. Goa has a 

population of 14,85,545 as per 2 011 census which makes it India's fourth 

smallest (after Sikkim, Mizoram and Arunachal Pradesh) State. It 

constitutes 0.12% of the countryõs population. The population has a growth 

rate of 8.23% per decade. There are 394 people for each square kilometre  of 

land which is higher than national average 382 per km. Goa is the State 
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with highest proportion of urban population with 62.17% of the population 

living in urban areas.  

The population of North Goa is 8,17,761 and South Goa is 6,39,962. The 

population of North Goa is approximately 2 lakh s higher than that of South 

Goa. However, the growth rate of South Goa is higher than North Goa over 

the last decade. It was at an all -time high during 1960 -71 for both the 

districts and declined constantly. The growth was lower in South Goa during 

1981 -1991 but gradually increased around 1995 and continues to be higher 

since, which can be attributed to increased tourism in South Goa. The same 

is as presented in Ta ble 2.1 below.  

Table 2.1: Population in Goa from 1900  

Year  Total Population  Decadal Growth  

1900  4,75,513   

1910  4,86,752  2.36%  

1921  4,69,494  -3.55%  

1931  5,05,281  7.62%  

1940  5,40,925  7.05%  

1950  5,47,448  1.21%  

1960  5,89,997  7.77%  

1971  7,95,120  34.77%  

1981  10,07,749  26.74%  

1991  11,69,793  16.08%  

2001  13,47,668  15.21%  

2011  14,58,545  8.23%  

(Source: Census, 2011)  

Goa has the highest percentage of urban population compared to the other 

smaller States in India. Heavy urbanization has been prevalent in the State 

since liberation. As per 2011 Census, 62% of the total population is living in 

urban centres. Being a small  State, the average density of population of the 

State is 394 persons per sq. km. which is higher than the National average 

of 382, as per 2011 census. The density of population of the State has 

increased from 364 persons per sq. km. in 2001 to 394 persons  per sq. km. 

in 2011. However, within the urbanized area, the density is estimated as 
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1990 persons per sq.km. This is also due to out -migration of regular 

population exceeding immigration. Salcete Taluka has seen a highest 

increase in population followed b y Tiswadi, Ponda and Bardez Taluka 

respectively. Population  of different taluka s within Goa is shown in F igure 2 -

3.  

Source: Census, 2011  

Figure 2.3: Talukawise Total Population of Goa for year 2001 and year 2011  

2.5:  Transportation Network  

The various transport networks available in the State are represented in 

Figure 2.4.   
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Figure 2.4: Transportation Network of Goa  
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2.5.1:  Road Network  

Goa has a total of 224 km s of National Highways, 232 km s of State 

Highways and 815 km s of Major District Roads.  NH-66 (ex NH -17) runs 

along India's West Coast and links Goa to Mumbai in the North and to 

Mangalore in the South. NH -4A running across the State connects the 

capital Pan aji to Belgaum in East, linki ng Goa to cities in the Deccan. NH-

366 (ex NH -17A) connects NH -66 to Mormugao Port from Cortalim. The new 

NH-566 (ex NH -17B) is a four -lane highway connecting Mormugao Port to 

NH-66 at Verna via Dabolim Airport, primarily built  to ease pressure on the 

NH-366 for traffic to Dabolim Airport and Vasco da Gama. NH -768 (ex NH -

4A) links Panaji and Ponda to Belgaum and NH -4. SH -1 connects Mapusa 

with Sanvorcem via Bicholim and Sanquelim.  

2.5.2:  Railway Network  

Goa has two railway zones 

namely the South Western 

Railway and the Konkan Railway. 

These lines run by the South 

Western Railway were  built 

during the colonial era linking 

the port town of Vasco da Gama , 

with Belgaum and Hubli of Karnataka via Margao. The K onkan Railway line, 

which was built during the 1990s, runs parallel to the coast connecting 

major cities on the Western Coast.  

Goa has three major railway stations ñ Margao , Vasco-da-Gama and 

Thivim. The first two stations are located in the southern area of the State 

and Thivim located in North Goa. The South Central Railway terminus is at 

Vasco-da-Gama and the Konkan Railway terminus is at Margao. There are 

26 railway stations within the state of Goa, of which 16 stations come s 

under South Western Railway  and 10 stations under Konkan railways.  
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2.5.3:  River Network  

Goa has wide spread network of inland water ways since Portuguese era 

with two main rivers Zuari and Mandovi and other small rivers such as 

Terekhol, Chapora, Mapusa  and Sal having sufficient draft for  navigation.  

2.5.4:  Air Link  

Goa International Airport is a Naval airfield located at Dabolim near Vasco 

da Gama and it is the only airport in Goa. It is 4 km from the nearest city 

Vasco da Gama, 23 km s from Margao and 30 km s from the State Capital 

Panjim. In th e fiscal year 2017 -18, the airport handled over 7.6 million 

passengers. Due to capacity constraints at the terminal and air traffic 

congestion due to strong military and naval presence, a second airport is 

proposed at Mopa in Pernem Taluka near Goa Maharas htra Border and it is 

already under early stage s of construction with scheduled completion in 

2020 (Source: en.wikipedia.org/wiki/Dabolim_Airport).   

2.5.5:  Sea Link  

Mormugao Harbor handles the major cargo traffic. A minor por t is also 

available in Panjim on  the bank of river Mandovi. Mormugao is one of the 

major ports of India. It has well connected broad gauge connectivity to 

South Western Railway through which it is also linked to Konkan Railway. 

Major commodities handled at the port are coal, iron ore, POL and  general 

cargo items. The port has 7 cargo handling berths out of which two are 

dedicated coal berths, one dedicated iron ore berth and a dedicated POL 

berth and the remaining are general cargo berths.  

2.6:  Public Transportation System i n Goa  

Goa has two major  modes of public transportation system s that include s 

bus transportation and ferry transportation.  The details of the different 

routes for each mode of transport system are shown in t he Figure 2.5 : 
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Figure 2.5: Transportation Systems in Goa  

2.6.1:  Kadamba Transport Corporation (K TC) 

Kadamba Transport Corporation (KTC) Limited operated by the Government 

of Goa is a company with the objective of providing safe, reliable, time 

saving, efficient, comfortable and afford able public transport service to the 

commuters.  The KTC serves both interstate and intercity with a fleet size of 

565 buses. The Kadamba Transport Corporation operates 220 routes with 

its fleet, which consists of Luxury, Semi Luxury and Deluxe buses.  
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The Corporation has four major depots at Margao, Panaji, Porvorim and 

Vasco with a Central workshop at Porvorim. The Corporation is operating 

nonstop shuttle service on routes , Panaji - Margao, Panaji - Vasco, Margao - 

Vasco, Panaji - Ponda, Panaji - Mapusa and Margao -Curchorem on heavy 

demand from the public.  

2.6.2:  Private Buses (The Public Transit System of Goa) 

Privately owned buses with permits issued by the RTO of Goa are the mos t 

commonly used public transport services in Goa. These services are 

operational both intra city as well as intercity. Intercity buses also avail 

express services.  

The services are available from 7 AM to 7 PM and become scarce post 7 PM. 

The services are frequent at an average of 10 -15 min frequency during the 

peak hours and 15 -20 min frequency during the odd peaks. The services are 

very competitive and vary in size. Currently, all bus services share the KTC 

bus terminals along with few privately owned lan d parcels for the 

convenience of the commuters.  

2.6.3:  Inland Transport  

The River Navigation Department, Government of Goa, is instrumental in 

providing transport service to the commuters across the rivers especially for 

Image Source: The Neutral View  
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the islanders in the State of Goa where th ere are no road accesses. 

Following points highlight s the major characteristics of the Inland transport 

in Goa : 

 

Navigable Length: An approximate length of 371 Km of navigable length is 

available to cater to the inland water transport.  

Fleet Size:  The Ri ver Navigation Dept. provides ferry services to the 

commuters in its 18 ferry routes with 30 ferries spread all over Goa. The 

total fleet size is about 39 ferry boats. The ferry services provide reliable and 

affordable transport facilities for passengers, vehicles and cargo traffic.  

Ridership:  These serv ices cater to approx. 31,000 passengers  per day with 

daily revenue of around Rs. 80 Lakhs.  

Fare System:  The Fare structure is minimal. Free rides are offered to 

passengers and two wheelers, while four wheelers are charged between Rs. 7 

to Rs. 27/ - . Heavy Vehicles and cargos are charged between Rs.15 ð Rs. 45/ 

depending upon the load carried.  

2.7:  Primary Survey s & Existing Transport Scenario of Goa  

In any transport planning exercise, data collection is the cornerstone and is 

the very foundation on which rests the super structure of planning. 

Historically and even in this study, we treat this with utmost seriousness, as 

it rightly should be. The data collected is used to analyze the existing 

transport and traffic situation in the study area and to develop urban 

transport demand model for the study area. The activity is undertaken to 
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understand traffic and travel characteristics and highlight cities spe cific 

problems. Table 2.2  list s out the surveys which were carried out to meet the 

above objectives.  

Table 2.2: List  of Primary Surveys for CMP - Goa 

SN Particulars of Survey  Unit  Quantity  

Part A  

1 Road Network Inventory  Km  250  

2 
Classified Volume counts surveys at Screen Line 
locations (24 hours)  

Location  9 

3 Turning Volume Counts at Junctions (16 hours)  Location  40  

4 
Classified Volume count surveys at Cordon locations 
(24 hours)  

Location  34  

5 RSI at  Cordon locations (10% sample size; 24 hours)  Location  34  

6 
Bus Stop/Ferry Station Waiting, boarding and 
alighting survey (16 hours)  

Location  40  

7 
Speed and Delay Study at peak and off peak hours 
(Pvt Vehicles and Public Transport)  

Km  150  

8 
Bus Stop/Ferry Station OD surveys including the 
Stated Preference surveys of bus users (at 10%; 16 
hours)  

Location  40  

9 
Bus / Rail/Port/Airport Terminal Passenger Count 
survey (boarding & alighting) 16 hours  

Location  10  

10  
Bus/Rail/Port/Airport Terminal passenger OD 
Surveys (16 hours)  

Location  10  

11  
Pedestrian Volume Counts at critical junctions (1 6 
hours)  

Location  20  

Part B  

1 

Vehicle Operator Survey (Taxi/auto/goods)    

Taxi & Auto  Sample  50  

Goods Sample  20  

2 NMT Opinion Survey  Sample  400  

3 Parking Inventory Survey  Km  25  

4 Parking Number Plate Survey (Off Street; 16 hrs)  Location  5 

5 
Parking Number Plate Survey (On Street; 16 hrs) (Both 
LHS & RHS)  

Km  25  

6 Parking - Willingness to Pay Survey (8 hours)  Sample  300  

7 Terminal Area Parking Surveys  Location  10  

8 House Hold Interview  Sample  13000  

9 Vehicle Survey at Petrol Pump  Location  10  

10  
PT & IPT Stated Preference Surveys for private users 
along major activity centres  

Sample  2000  
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2.8:  Road Network Characteristics  

Road inventory survey was carried out on major roadway network in the 

State of Goa. The survey captured the details like actual carriage way width, 

ROW, shoulder width, footpath condition and width, drainage facilities, 

parking etc. A detailed analysis was carried out and the key r esults are 

presented below:  

ǒ Non-Motorized Transport (Pedestrians and Cyclist s) are the vulnerable 

road users. Emphasis on safety and provision of basic infrastructure 

should be made.  

ǒ About 73% of the roadway segments in the city donõt have dedicated 

walkw ays for pedestrians.  

ǒ Most of the roadway segments are undivided. This has led to many 

accidents due to speeding and overtaking.  

ǒ Bus shelters need immediate interventions as more that 90% of the road 

network lack good public transport infrastructure.  

ǒ Average speed of private vehicles is 21.73  kmph during  peak hour  

ǒ Average speed of public transport is 14.03  kmph  during peak hour.  

 

Figure 2.6: Percentage Distribution of Road Type  
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Figure 2.7: Percentage  Distribution of Footpath  

2.9:  Traffic Characteristics  

i.  The personal motorized (two wheelers and cars) vehicles constitute a 

phenomenal 92%, (includes 2 -Wheeler and 4 -Wheeler Taxis) whereas, 

the public transport vehicle s (buses) constitute only 2% of the total 

vehicles.  

ii.  The percentage share of public transport and NMT is negligible. This 

indicates the high dependency of private vehicles by the residents of 

Goa. Based on the survey analysis, the major intersections which  

carry high volumes of traffic within the cities are:  

a. Panaji: KTC bus stand followed by Diuvja Circle.  

b.  Vasco: St. Andrews Church Junction followed by Chicalim Park.  

c. Ponda: Dada Vaidya Chowk followed by Varkhande, Khadpabandh.  

d.  Mapusa:  Guir im Bypass Junction followed by Mapusa Municipal 

Council . 

e. Mar gao: Margao Old Collectorate followed by Colva Beach Circle.  

iii.  The major locations which have observed high pedestrian volume 

in clude: market areas (Panaji, Marg ao, O'Coqueiro Circle) as well as 

tou rist locations (Candolim Beach Road).  
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Figure 2.8: Average Traffic Composition at TVC Locations  

 

Figure 2.9: Trip Purpose Information from Household Survey  

 

Figure 2.10 : All Mode trips Information  

 

Figure 2.11 : Motorized Trip Information (Excluding NMT)  
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The detailed analysis of the primary surveys is presented in t he Interim 

Report  of the Comprehensive Mobility Plan.  

2.10: Current Emissions  

Most of the cities in India are highly polluted due to vehicular and industrial 

pollution and cities of Goa are no exception. As per the State Government 

Survey, the pollution l evel in major cities in Goa has exceeded permissible 

limits with the port town of Vasco emerging as the most polluted city in Goa. 

In its annual report 2017 -18, the Goa State Pollution Control Board 

(GSPCB) has stated that the pollution levels in cities li ke Panaji, Ponda, 

Mapusa and Margao are higher than the permissible limits. As per a study 

conducted by GSPCB, The levels of PM 10 and PM 2.5  are found to be much 

above the permissible limits in these cities. Vasco, which is home for port 

and other establishments recorded the maximum pollution, Ponda stood 

second, Panaji stood third, Mapusa stood fourth and finally Margao as per 

the report. GSP CB has attributed the high level of air pollution due to 

increasing vehicular movement in Panaji, Mapusa, Vasco and Margao 

(www.indiatoday.in , June 6, 2018).  

GSPCB has set up ambient air quality monitoring stations at  18 locations 

which includes Panaji, Fuse Call Office ð Vasco, Fire Brigade Station ð MPT 

ð Vasco, Assanora, Amona, Bicholim, Codli, Curchorem, Honda, Kundaim 

Industrial Area, Mapusa, Margao, Ponda, Sanguem, Titamol ð Quepem and 

Usgoan and monitors the air  quality. Table  1.1  shows the ambient air 

quality data collected by GSPCB at Panaji Station for the year 2013 -14. 

Figure 1.1 shows the Ambient Air Quality Monitoring Stations.  

Table 2.3: Ambient Air Quality Data ð Panaji Station  

Month  RSPM  SPM NO2 SO2 

µg/m3  µg/m3  µg/m3  µg/m3  

April 2013  46.0  88.0  11.0  7.0  

May 2013  30.0  61.0  14.0  4.0  

June 2013  34.8  70.8  14.2  5.2  

July 2013  18.0  40.0  10.0  9.0  

August 2013  21.0  52.0  9.0  BDL  

http://www.indiatoday.in/
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September 

2013  

30.0  70.0  BDL  8.0  

October 2013  33.0  74.0  BDL  9.0  

November 
2013  

59.0  121.0  BDL  4.0  

December 
2013  

71.0  99.0  BDL  6.0  

January 2014  67.0  100.6  9.0  BDL  

February 2014  56.2  99.7  BDL  BDL  

March 2014  56.0  81.3  BDL  BDL  

Source: GSPCB   Note: BDL = Below Detection Limit  

Figure 2.12: Map of Goa Showing the Ambient Air Quality Monitoring 

Stations under the National Air Monitoring Programme (NAMP)  

 

Source: GSPCB  

PANAJI  
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The emissions of SO2 and NOx are within the limits during the period of 

April 2018 to March 2019 in Panaji. The PM2.5 emissions are within the 

limits in Panaji in  April and May 2018 and the data for the months of June 

2018 to October 2018 has not been collected due to rains. The PM2.5 

emissions data has been collected from November 2018 to March 2019 and 

it is high er than the limit (60 µg/m3 ) on certain days of the se months. The 

emissions of PM10 are higher than the limit (100 µg/m3) in certain days of 

the months of August 2018, October 2018, November 2018, December 2018 

and January 2019, February 2019 and March 2019. The emissions of PM10 

are high from October 2018  to March 2019 and the emissions of PM 2.5 are 

high from November 2018 to March 2019. Table 1.2 shows the PM 10 

Emissions Exceeding the limits on certain days of the months in Panaji in 

2018 -19. Figure  1.2  shows the emissions of PM10  exceeding limit from M ay 

2018 to December  2018 and Figure  1.3  shows the emissions of PM10  

exceeding limit  from January 2019 to March 2019. Table 1.3 shows the PM 

2.5 Emissions Exceeding the Limits on certain days of the months in Panaji 

in 2018 -19. Figure  1.4  shows the emission s of PM2.5 from November 2018 

to March 2019.  

Table 2.4: PM10 Emissions Exceeding the Limits on Certain Days of the 

Month in Panaji in 2018 -19  

Sampling 

Date  

PM10 

µg/m3  

Sampling 

Date  

PM10 

µg/m3  

Sampling 

Date  

PM10 

µg/m3  

5/2/2018  118  11/4/2018  278  2/1/2019  139  

7/4/2018  127  12/14/2018  111  2/6/2019  116  

8/1/2018  121  12/21/2018  155  2/8/2019  116  

8/3/2018  134  12/28/2018  209  2/13/2019  141  

8/8/2018  133  1/2/2019  100  2/15/2019  100  

8/24/2018  128  1/9/2019  233  2/27/2019  128  

10/12/2018  107  1/11/2019  128  3/1/2019  100  

10/19/2018  117  1/16/2019  120  3/8/2019  135  

10/26/2018  118  1/18/2019  173  3/13/2019  117  

11/1/2018  128  1/30/2019  169  3/15/2019  107  

Source: GSPCB  

Figure 2.13  
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Figure  2.14  

 

 

 

Table 2.4 : PM2.5 Emissions Exceeding the Limits on Certain Days of 

the Month in Panaji in 2018 -19  
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Sampling 

Date  

PM2.5 

µg/m3  

Sampling 

Date  

PM2.5 

µg/m3  

Sampling 

Date  

PM2.5 

µg/m3  

11/4/2018  106  12/26/2018  82  2/1/2019  84  

11/5/2018  157  12/28/2018  76  2/6/2019  67  

11/13/2018  86  1/4/2019  68  3/8/2019  89  

11/30/2018  73  1/9/2019  76  3/15/2019  69  

12/7/2018  66  1/16/2019  69  3/27/2019  67  

12/21/2018  71  1/18/2019  80    

Source: GSPCB  

Figure  2.15  

 

VASCO  (FUSE CALL OFFICE)  

The emissions of SO2 and NOx are within the limits during the period of 

April 2018 to March 2019 in Vasco (Fuse Call Office).  The PM2.5 emissions 

data was not collected for the months of April, May and June 2018 due to 

non functioning of the instrument and the data was not collected for the 

months of July, August, September and October 2018 due to rains. The 

PM2.5 e missions data has been collected from November 2018 to March 

2019 and it is high er than the limit (60 µg/m3 ) on certain days of these 

months.  The emissions of PM10 are higher than the limit (100 µg/m3) in 

certain days of the months of September  2018, November 2018, December 

2018 and January 2019, February 2019 and March 2019.  The emissions of 

PM10 are high from September 2018 to March 2019 and the emissions of 
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PM 2.5 are high from November 2018 to March 2019. Table 1.4 shows the 

PM10 Emissions Exceeding the  Limits on Certain Days of the Month in 

Vasco in 2018 -19. Figure  1.5  shows the emissions of PM10  exceeding limit 

from April 2018 to December  2018 and Figure  1.6  shows the emissions of 

PM10  exceeding limit  from January 2019 to March 2019. Table 1.5 shows 

th e PM2.5 Emissions Exceeding the Limits on certain days of the month in 

Vasco in 2019 -19. Figure  1.7  shows the emissions of PM2.5 from November 

2018 to March 2019.  

Table  2.5 : PM10 Emissions Exceeding the Limits on Certain Days of the 

Month in Vasco in 2018 -19  

Sampling 
Date  

PM10 
µg/m3  

Sampling 
Date  

PM10 
µg/m3  

Sampling 
Date  

PM10 
µg/m3  

4/18/2018  178  12/4/2018  187  2/5/2019  249  

6/15/2018  249  12/6/2018  221  2/7/2019  126  

9/6/2018  102  12/27/2018  304  2/13/2019  116  

9/25/2018  117  12/29/2018  180  2/25/2019  109  

9/27/2018  105  1/1/2019  169  2/27/2019  126  

11/8/2018  100  1/8/2019  222  3/5/2019  148  

11/14/2018  159  1/10/2019  116  3/7/2019  124  

11/16/2018  112  1/15/2019  208  3/11/2019  181  

11/27/2018  150  1/17/2019  123  3/13/2019  263  

11/29/2018  155  1/29/2019  112  3/22/2019  215  

Source: GSPCB  

 

 

 

 

 

 

 

 

Figure  2.16  
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Figure  2.17  

 

 

 

 

Table 2.6 : PM2.5 Emissions Exceeding the Limits on Certain Days of 

the Month in Vasco in 2018 -19  
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Sampling Date  PM2.5 µg/m3  Sampling Date  PM2.5 µg/m3  

11/27/2018  98  1/8/2019  105  

11/29/2018  97  2/18/2019  86  

12/11/2018  77  3/5/2019  114  

12/13/2018  64  3/27/2019  69  

12/27/2018  64    

Source: GSPCB  

Figure  2.18  

 

MPT (FIRE STATION)  

The emissions of SO2 and NOx are within the limits during the period of 

April 2018 to March 2019 in MPT (Fire Station). The PM2.5 emissions data 

was not col lected for the months of April 2018 due to non functioning of the 

instrument and the data was not collected from May 2018 to October 2018 

due to rains.  The data of PM2.5 was collected for the months of November 

2018, Dec ember 2018, January 2019, February 2019 and March 2019  and 

it is high er than the limit (60 µg/m3 ) on certain days of these months.  The 

emissions of PM10 are higher than the limit (100 µg/m3) in certain days of 

the months of April  2018, November 2018, Decem ber 2018 and January 

2019, February 2019 and March 2019.  Table 1.6 shows the PM10 

Emissions Exceeding the Limits on Certain Days of the month in MPT in 

0

20

40

60

80

100

120

11/27/2018 12/27/2018 1/27/2019 2/27/2019 3/27/2019

PM2.5 (µg/m3) Emissions of Vasco (Fuse Call Office) 
Exceeding Limit from November 2018 to March 2019 



 

47  
 

2018 -19. Figure  1.8  shows the emissions of PM10  exceeding limit from April 

2018 to December  2018 and Fig ure  1.9  shows the emissions of PM10  

exceeding limit  from January 2019 to March 2019.  Table 1.7 shows the PM 

2.5 Emissions Exceeding the Limits on Certain Days of the Month in MPT in 

2018 -19. Figure  1.10  shows the emissions of PM2.5 from November 2018 to 

March 2019.  

Table  2.7 : PM10 Emissions Exceeding the Limits on Certain Days of the 

Month in MPT (Fire Station) in 2018 -19  

Sampling 

Date  

PM10 

µg/m3  

Sampling 

Date  

PM10 

µg/m3  

Sampling 

Date  

PM10 

µg/m3  

4/11/2018  162  11/29/2018  156  2/5/2019  390  

4/13/2018  140  12/4/2018  296  2/7/2019  437  

4/20/2018  147  12/6/2018  113  2/13/2019  106  

4/25/2018  142  12/11/2018  153  2/27/2019  146  

6/22/2018  195  12/20/2018  181  3/5/2019  118  

8/2/2018  111  12/27/2018  297  3/7/2019  148  

11/2/2018  230  12/29/2018  257  3/11/2019  140  

11/8/2018  134  1/8/2019  256  3/13/2019  272  

11/14/2018  272  1/10/2019  153  3/20/2019  228  

11/16/2018  296  1/15/2019  262  3/22/2019  137  

11/27/2018  134  1/17/2019  253  3/29/2019  135  

Source: GSPCB  

 

 

 

 

 

 

 

Figure  2.19  
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Figure 2.20  
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Table 2.8 : PM2.5 Emissions Exceeding the Limits on Certain Days of 

the Month in MPT (Fire Station) in 2018 -19  

Sampling 
Date  

PM2.5 
µg/m3  

Sampling 
Date  

PM2.5 
µg/m3  

Sampling 
Date  

PM2.5 
µg/m3  

11/27/2018  66  2/13/2019  73  3/11/2019  78  

1/8/2019  93  2/18/2019  70  3/13/2019  116  

1/10/2019  82  2/27/2019  97  3/20/2019  63  

1/22/2019  64  3/5/2019  87  3/22/2019  69  

1/24/2019  60  3/7/2019  114  3/29/2019  66  

Source: GSPCB  

Figure 2.21  

 

MAPUSA  

The emissions of SO2 and NOx are within the limits during the period of 

April 2018 to March 2019 in Mapusa. The PM2.5 emissions data was not 

col lected from April 2018 to March 2019 due to construction activity. The 

emissions of PM10 are higher than the limit (100 µg/m3) in certain days of 

the months of November 2018, December 2018, January 2019 and March 

2019.  Table  1.8 shows the PM10 Emissions Exceeding the Limits on Certain 

Days of the Month in Mapusa in 2018 -19. Figure  1.11  shows the emissions 

of PM10  exceeding limit from November 2018 to March 2019.  
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Table  2.9 : PM10 Emissions Exceeding the Limits on Certain Days o f the 

Month in Mapusa in 2018 -19  

Sampling Date  PM10 µg/m3  Sampling Date  PM10 µg/m3  

11/29/2018  186  1/15/2019  108  

12/6/2018  162  1/17/2019  108  

12/11/2018  100  3/5/2019  100  

12/17/2018  124  3/12/2019  102  

1/1/2019  117  3/14/2019  146  

1/10/2019  132    

Source:  GSPCB 

Figure  2.22  

 

PONDA  

The emission data has been collected from April 2018 to August 2018 and 

the emissions of SO2, NOx, Ozone, Pb and Carbon Monoxide  are within the 

limits during the period.  The emission of PM10 is very high in the month of 

April 201 8. The PM2.5 emissions are within the limits in Ponda. Table 1.9 

shows the PM10 Emissions Exceeding the Limits on Certain Days of the 

Month in Ponda in 2018 -19. Figure 1.12 shows the PM10 Emissions 

Exceeding the Limits in the month of April 2018.  
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Table 2.1 0: PM10 Emissions Exceeding the Limits on Certain Days of 

the Month in Ponda in 2018 -19  

SAMPLING DATE  PM10  µg/m 3  

02.04.2018  105.1  

10.04.2018  177.0  

12.04.2018  183.6  

17.04.2018  158.1  

19.04.2018  143.9  

24.04.2018  141.3  

26.04.2018  159.7  

Source: GSPCB  

 

Figure  2.23  

           

 

CONCLUSIONS  

GSPCB has 18 Ambient Air Quality Monitoring Stations in Goa. The air 

quality data was collected for certain days in a month and the data was not 

collected for the entire 30 or 31 days of the month for the year 2018 -19. The 

day on which the air quality has exceeded the limits has been taken for 

analysis. The following is the conclusion,  
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1) The emissions of SO2 and NO2  are within the limits  for all the five 

cities.  

2) The emissions of PM10 have  exceeded the limits in August 2018 , 

October 2018, November 2018, December 2018 and January 201 9, 

February 2019 and March 2019 for Panaji.  

3) The emissions of PM10 are higher than the limit (100 µg/m3) in 

certain days of the months of September  2018, November 2018, 

December 2018 and January 20 19, February 2019 and March 2019  

for Vasco.  

4) The emissions of PM10 are higher than the limit (100 µg/m3) in 

certain days of the months of April  2018, November 2018, December 

2018 and January 2019, February 2019 and March 2019  for MPT.  

5) The emissions of PM10 are higher than the limit (100 µg/m3) in 

certain days of the months of November 2018, December 2018, 

January 2019 and March 2019 in Mapusa.  

6) The emission of PM10 is very high in the month of April 2018 in 

Ponda.  

7) The emissions of PM2.5 are high from November  2018 to March 2019 

in Panaji.  

8) The emissions of PM2.5 are high from November 2018 to March 2019 

in Vasco.  

9) The emissions of PM2.5 are high from November 2018 to March 2019 

in MPT.  

10)  The emissions of PM2.5 are high from November 2018 to March 

2019 in Mapusa.  

11)   The emissions of PM2.5 are within the limits in Ponda.  

Overall it shows that the emissions of SO2 and NO2 are within the limits in 

all the five cities but the emissions of PM10 and PM2.5 are exceeding in the 

months of November, December, January, February , March and April and 

there is a need to control these emissions.  
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CHAPTER 3: GOA TOMORROW  

3.1:  Introduction  

This chapter deals with forecasting of population, vehicles and tourists for 

the future years based on primary and secondary data. The chapter also 

describes the Transport Demand Model development and the future travel 

pattern forecasts from the developed model.  

3.2:  Growth of Goa  

In the process of preparing the mobility plan, the entire state of Goa is  

subdivided into a total of 366 Traffic Analysis Zone s. These Traffic Analysis 

Zones (TAZs) vary in size based on census block information and are used in 

the development of transportation model by providing demographic and 

socio -economic data.  

About 366 zones have been categorized  within the state, while zones 367 to 

376 are considered for Airport / Rail Terminal / KTC Bus stands and zones 

377 to 384 are external zones. This results in a total of 384 zones. The 

zoning helps in understanding the trips and it patterns like trip production 

and trip attraction within these zones.  
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The study area zoning is represented in Figure 3.1.  

 

Figure 3.1: Study Area Zoning  
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3.2.1:  Population Forecast  

Since Goaõs liberation in December 19, 1961, Goa recorded the highest 

population growth rate of 34.77 % in 1970õs followed by 26% in 80õs, 16% in 

90õs, 15% in 2000 and recorded the l owest population growth of 8.23 % in 

the year 2011.  As per the census 2011, Goa's population st ands at 

14,58,545  of which male population is 7,39,140 and female population is 

719,405 respectively. With fast urbanization, the population is growing at a 

very high rate in the State of Goa with 35 .23 % rise in population in the 

cities over the last deca de, while that in the rural parts it has registe red a 

negative growth of -18.51 %. Out of total population of Goa, 62.17% people 

live in urban areas. The total figure of population living in urban areas is 

9,06,814, out of which 4,63,704 are male population  and while remaining 

4,43,110 are female population.   

The projection of future population was done TAZ wise by considering the 

growth rate differently for each Sub district (Or Taluka) and not the average 

growth for the entire state. The basic objective of making TAZ wise estimates 

is that such data can serve as a guide for be tter understanding of 

performance of each Traffic Analysis Zones (TAZ). In the absence of detailed 

statistics on the above, Mathematical methods have been applied to get the 

aggregate estimates of population projection for each TAZ. The decadal 

growth rate  is erratic and no clear trend in the growth rates is discernable.  

For projecting population, employees/workers and tourists, all three 

methods namely (i) arithmetic progression; (2) geometric progression; and (3) 

incremental increase methods have been ca rried out. However, considering 

the fact that Goa stands substantially developed already (i.e. with 

substantial base population and employees/workers), arithmetic 

progression method has been adopted as the most suitable one.  

3.2.2:  Methodology for ascertaining and projecting number  of 

employees in e ach TAZ , Goa 

In the absence of detailed land use map indicating plot level employment 

generating land uses (such as offices, industries, commercial areas etc.), 
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total number of employment in each TAZ has been calculated  on the basis of 

the Household Interview survey s that also captured the pattern of work 

trips. Total 12,986 number of households have been surveyed, which have 

covered aspects such as number of trips; trip frequency; trip starting 

address/TAZ (trip origin) ; trip ending address/TAZ (trip destination); time of 

trip; travel distance, etc.  

Accordingly, the following methodology has been adopted in ascertaining 

number of workers/employees in a particular TAZ:  

1.  Number of employees/workers making work trip from a particular 

TAZ to other TAZs taken from the Household Interview survey (which 

is about 3 -5% of total households in a particular TAZ) . 

2.  Percentage  of trips made from a particular TAZ to other TAZs is 

calculated . 

3.  Total number of workers ascertained by multipl ying the above 

proportion with number of workers in that particular TAZ.  

The population and employment projections TAZ wise for the base year , 

2028 and 2038 are given in  Table 3 .1:  

Table 3.1: Population and Employment Projection -2038  

Zone No  
Population  Employment  

2018  2028  2038  2018  2028  2038  

1 2540  3127  4127  740  889  1131  

2 2799  3446  4549  636  765  972  

3 2332  2870  3789  559  671  854  

4 2852  3511  4635  609  732  931  

5 7011  8631  11393  1673  2010  2557  

6 4886  4951  5198  1037  1246  1585  

7 2565  3158  4168  871  1047  1332  

8 1762  2170  2864  556  669  850  

9 6015  7405  9774  1722  2069  2632  

10  3619  4455  5881  930  1117  1421  

11  5620  6653  8449  1324  1591  2023  
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12  8803  10420  13233  2681  3222  4098  

13  5302  6276  7971  1222  1468  1868  

14  7098  8739  11535  2046  2458  3127  

15  2712  3338  4407  1032  1241  1578  

16  5088  6023  7649  1774  2131  2711  

17  9584  11345  14408  3476  4178  5313  

18  3184  3769  4786  714  858  1091  

19  7138  8450  10732  2227  2676  3403  

20  7235  7332  7698  4249  5106  6494  

21  2950  2990  3139  665  799  1017  

22  3010  3563  4524  826  992  1262  

23  11548  13670  17361  956  1148  1460  

24  4611  5677  7494  1773  2131  2710  

25  1303  1604  2118  446  536  682  

26  2377  2926  3863  689  827  1052  

27  6621  7838  9954  2497  3001  3817  

28  2157  2656  3506  425  510  649  

29  7966  9807  12946  1620  1947  2477  

30  10175  12045  15297  3398  4083  5193  

31  4540  5374  6825  1486  1786  2271  

32  3474  4277  5646  1247  1498  1906  

33  3787  4483  5693  797  958  1218  

34  2878  2916  3062  873  1049  1334  

35  3891  3943  4140  1060  1274  1621  

36  4164  4219  4430  1614  1940  2467  

37  3750  3800  3990  1696  2038  2592  

38  4698  5561  7063  1748  2100  2671  

39  5808  7150  9438  1329  1596  2030  

40  3437  4069  5167  1376  1654  2103  

41  5318  5389  5658  875  1051  1337  

42  2931  2970  3119  872  1048  1333  

43  13630  13812  14502  3931  4724  6008  

44  6191  7329  9308  1618  1945  2473  

45  14583  14777  15516  4648  5585  7103  

46  14415  14607  15337  3745  4500  5723  

47  373  459  606  800  961  1223  

48  2791  3436  4535  581  699  889  

49  4677  4739  4976  1830  2199  2797  
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50  6730  7966  10117  1992  2393  3044  

51  3493  4300  5677  873  1049  1335  

52  9010  10665  13545  1722  2070  2632  

53  4365  5168  6563  1431  1720  2187  

54  3129  3704  4704  1005  1208  1536  

55  5654  6693  8499  1564  1879  2390  

56  6153  7284  9250  4264  5124  6517  

57  2854  3514  4638  716  860  1094  

58  2099  2485  3156  795  956  1215  

59  16201  16416  17237  7618  9154  11643  

60  8976  9095  9550  1222  1468  1867  

61  4860  4924  5170  2234  2685  3415  

62  5673  6715  8528  2606  3132  3983  

63  5324  5395  5665  3078  3699  4705  

64  1803  2219  2929  2500  3004  3821  

65  8504  8617  9048  3747  4503  5727  

66  2763  3271  4154  846  1016  1293  

67  7270  7367  7735  1196  1437  1828  

68  6936  7028  7379  2463  2960  3764  

69  1983  2348  2981  688  826  1051  

70  1585  1876  2383  764  918  1167  

71  3365  4143  5469  1195  1436  1827  

72  1945  1971  2069  320  385  490  

73  6381  7554  9593  2332  2803  3565  

74  5469  6733  8887  2072  2489  3166  

75  1782  2110  2680  607  729  927  

76  13132  15545  19742  4614  5544  7052  

77  2659  3148  3997  795  956  1215  

78  4075  4824  6126  1304  1567  1993  

79  8621  10205  12960  2068  2484  3160  

80  3979  4898  6466  1406  1690  2149  

81  4564  5403  6861  928  1115  1418  

82  2552  2586  2715  770  926  1177  

83  2029  2401  3050  534  641  816  

84  6563  7769  9866  1461  1755  2233  

85  3158  4487  6281  185  223  283  

86  17302  17532  18409  3904  4691  5966  

87  13434  13613  14293  3825  4596  5845  
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88  7321  7418  7789  1514  1819  2314  

89  9588  9716  10201  1673  2010  2556  

90  6476  7973  10524  1487  1787  2272  

91  3445  4241  5598  1061  1275  1621  

92  206  209  219  111  134  170  

93  6364  6449  6771  3398  4084  5194  

94  3636  4304  5466  1271  1528  1943  

95  8719  10321  13108  2443  2935  3733  

96  6464  7957  10504  2279  2738  3483  

97  4090  4841  6148  1592  1913  2433  

98  1876  2310  3049  345  414  527  

99  7003  8290  10528  3024  3634  4622  

100  4014  4941  6523  1994  2396  3047  

101  14827  17551  22290  4512  5422  6896  

102  2343  2374  2493  502  603  767  

103  1817  2151  2732  450  541  688  

104  2373  2809  3567  819  985  1252  

105  2131  2523  3204  505  606  771  

106  9808  11610  14745  2362  2838  3610  

107  1780  2108  2677  395  475  604  

108  11305  13383  16996  3002  3607  4588  

109  4535  5584  7370  1007  1211  1540  

110  1836  1861  1954  395  475  604  

111  13607  16108  20457  3579  4301  5471  

112  790  935  1187  321  385  490  

113  2082  2564  3384  506  608  774  

114  3432  3478  3651  986  1184  1506  

115  6875  6967  7315  1754  2108  2681  

116  12586  12753  13391  6318  7592  9656  

117  10801  12786  16239  3082  3704  4710  

118  13013  13186  13845  3187  3830  4871  

119  2353  2785  3537  690  829  1054  

120  3228  3271  3435  691  831  1056  

121  7850  9293  11801  2124  2552  3246  

122  2700  3324  4388  772  928  1181  

123  3074  3639  4621  794  954  1213  

124  3634  4301  5463  794  954  1214  

125  2956  3639  4803  1066  1281  1630  
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126  5743  6799  8634  451  542  689  

127  2397  2951  3895  581  698  888  

128  2164  2561  3253  506  608  773  

129  7295  8635  10966  2418  2905  3695  

130  3154  3734  4742  978  1175  1495  

131  4080  4830  6134  1482  1781  2265  

132  2064  2542  3355  898  1079  1373  

133  3601  4263  5413  1375  1652  2101  

134  3824  5432  7604  772  928  1180  

135  1750  2154  2843  481  578  735  

136  3109  3827  5052  1220  1466  1865  

137  3013  3566  4529  898  1079  1373  

138  6288  7444  9454  2180  2620  3332  

139  5683  6997  9236  1432  1720  2188  

140  2835  3491  4607  532  639  813  

141  5223  7419  10387  1090  1310  1666  

142  4014  4941  6523  1170  1405  1787  

143  4801  5911  7803  1409  1694  2154  

144  2788  3960  5544  613  737  937  

145  6996  8613  11369  2677  3216  4091  

146  5065  6236  8232  2968  3567  4537  

147  1918  2724  3814  534  642  816  

148  7235  8565  10878  1779  2138  2720  

149  2146  3048  4267  501  603  766  

150  2088  2570  3393  554  665  846  

151  3251  4619  6466  610  734  933  

152  2300  3267  4574  500  601  764  

153  1554  1914  2526  455  547  695  

154  2364  2911  3842  533  641  815  

155  3071  3780  4990  634  762  970  

156  2418  2977  3930  533  640  814  

157  3112  3831  5057  717  861  1096  

158  2521  3103  4096  318  382  486  

159  1422  2021  2829  106  127  161  

160  2559  3150  4158  719  864  1099  

161  3208  3949  5213  506  608  774  

162  4344  6171  8639  770  925  1176  

163  1903  2703  3784  875  1051  1337  
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164  4430  5454  7199  1859  2233  2841  

165  2964  4211  5895  1200  1442  1834  

166  2833  4025  5634  1100  1322  1681  

167  3973  5643  7900  1060  1273  1620  

168  2626  3731  5223  688  827  1051  

169  3842  5457  7640  1195  1436  1826  

170  3208  4557  6380  799  961  1222  

171  2404  3416  4782  609  732  931  

172  2197  3122  4370  160  192  245  

173  3496  4967  6953  1165  1401  1781  

174  2384  3387  4742  638  766  974  

175  1990  2828  3959  717  861  1096  

176  1615  1988  2624  633  760  967  

177  3572  4398  5805  1678  2017  2565  

178  7988  9456  12009  2230  2679  3408  

179  2696  3319  4381  957  1150  1463  

180  2422  2868  3642  880  1058  1345  

181  2478  3051  4027  880  1058  1345  

182  2905  4127  5777  1614  1939  2466  

183  2855  3515  4640  663  796  1013  

184  3656  4501  5941  719  864  1099  

185  2262  2785  3676  846  1017  1293  

186  2606  3208  4235  372  446  568  

187  1767  2175  2871  478  574  731  

188  2676  3294  4348  667  801  1019  

189  1771  2180  2878  266  320  407  

190  4105  5053  6670  1597  1920  2441  

191  1654  2036  2687  584  702  892  

192  5445  6703  8848  1196  1437  1828  

193  4427  5240  6655  1512  1817  2311  

194  4656  5732  7566  664  798  1015  

195  4225  5201  6866  1272  1528  1944  

196  2177  3093  4330  449  540  687  

197  3454  4252  5613  984  1182  1504  

198  3132  3856  5090  1006  1209  1538  

199  4571  5411  6872  1965  2362  3004  

200  2712  2748  2885  1244  1495  1902  

201  4951  5861  7444  1748  2101  2672  
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202  4212  4986  6333  1516  1822  2317  

203  3205  3794  4818  1145  1376  1750  

204  2454  2905  3689  1136  1365  1736  

205  5510  5583  5862  1987  2387  3036  

206  4485  5521  7288  1327  1595  2028  

207  6017  7407  9778  1617  1943  2471  

208  2496  3073  4057  80  96  122  

209  8168  8276  8690  2791  3354  4266  

210  2050  2426  3081  1197  1438  1829  

211  3964  4693  5959  932  1120  1424  

212  4369  5378  7099  1114  1338  1702  

213  4879  6006  7928  1274  1532  1948  

214  2589  3065  3893  533  641  815  

215  5817  6886  8746  1404  1687  2145  

216  4995  5061  5314  2710  3257  4143  

217  3231  3825  4858  985  1183  1505  

218  5059  6228  8221  1668  2004  2549  

219  1492  1837  2425  427  513  652  

220  2120  2610  3446  661  794  1010  

221  4493  5319  6755  798  959  1219  

222  3718  4401  5590  1006  1209  1538  

223  3706  4388  5572  2287  2748  3495  

224  6769  8013  10176  3073  3692  4696  

225  8712  10725  14157  2149  2582  3284  

226  3430  4222  5574  985  1184  1506  

227  1298  1536  1951  800  961  1223  

228  7938  8043  8445  1966  2362  3004  

229  983  1164  1478  319  384  488  

230  528  535  562  211  253  322  

231  1608  1980  2613  454  546  694  

232  16145  16359  17177  4194  5040  6410  

233  1035  1225  1556  344  414  526  

234  720  730  766  210  252  321  

235  1691  1714  1799  27  32  41  

236  1632  1653  1736  453  544  692  

237  4902  4967  5215  1857  2231  2838  

238  2900  2939  3086  853  1025  1304  

239  1072  1086  1141  347  417  531  
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240  1367  1386  1455  396  476  606  

241  1295  1312  1378  373  448  570  

242  1139  1154  1212  421  506  644  

243  1176  1192  1251  451  542  689  

244  1480  1499  1574  476  572  727  

245  1064  1078  1132  795  955  1215  

246  1348  1366  1434  479  575  731  

247  2147  2176  2284  53  63  81  

248  5446  5519  5795  1675  2013  2560  

249  2123  2151  2259  661  795  1011  

250  4460  4520  4746  1913  2298  2923  

251  1435  1454  1527  426  512  652  

252  2616  2651  2783  826  992  1262  

253  4174  4230  4441  902  1084  1379  

254  4095  4149  4357  1169  1404  1786  

255  1395  1414  1485  396  476  606  

256  1884  1909  2005  692  832  1058  

257  739  749  787  215  259  329  

258  978  991  1040  265  318  404  

259  1403  1422  1493  266  319  406  

260  739  749  787  188  226  288  

261  743  753  791  183  219  279  

262  390  395  414  158  190  242  

263  632  641  673  208  250  318  

264  457  463  486  379  455  579  

265  2179  2208  2318  661  795  1011  

266  3610  3658  3841  1855  2229  2835  

267  2699  2735  2872  746  896  1139  

268  4079  4133  4340  1005  1208  1537  

269  4743  4806  5046  1329  1597  2031  

270  3935  3988  4187  879  1056  1343  

271  4737  4800  5040  2150  2584  3286  

272  4180  4235  4447  930  1117  1421  

273  3898  3950  4148  770  926  1177  

274  3877  3929  4125  1011  1215  1545  

275  3824  3875  4069  905  1088  1384  

276  2868  2906  3051  852  1024  1302  

277  5523  5597  5877  1354  1627  2070  
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278  4265  4321  4537  1116  1341  1706  

279  4414  4472  4696  1164  1399  1779  

280  3192  3234  3396  345  414  527  

281  3558  3606  3786  849  1020  1298  

282  3718  3767  3956  1112  1336  1699  

283  4026  4079  4283  900  1082  1376  

284  2895  2933  3080  1410  1695  2156  

285  5577  5651  5933  663  797  1014  

286  2374  2406  2526  926  1112  1415  

287  2294  2325  2441  636  764  972  

288  4700  4763  5001  1272  1528  1944  

289  2666  2702  2837  452  543  691  

290  1577  1598  1678  454  545  693  

291  2852  2890  3034  900  1082  1376  

292  2783  2820  2961  692  832  1058  

293  3131  3173  3331  2356  2831  3601  

294  3051  3092  3246  800  961  1223  

295  3288  3331  3498  1277  1535  1952  

296  3372  3417  3588  2342  2814  3579  

297  3363  3408  3578  504  606  771  

298  3545  3593  3772  1533  1842  2343  

299  3755  3805  3995  2521  3029  3853  

300  3902  3954  4152  1143  1374  1747  

301  3979  4032  4234  800  961  1223  

302  4712  4774  5013  1434  1723  2192  

303  4327  4385  4604  800  961  1223  

304  5070  5138  5394  557  669  851  

305  3982  4035  4237  27  32  41  

306  4457  4516  4742  1248  1499  1907  

307  3654  3702  3888  1011  1215  1546  

308  5114  5182  5441  1703  2046  2603  

309  4532  4593  4822  2729  3279  4171  

310  4663  4725  4962  1037  1247  1586  

311  4326  4383  4603  1197  1439  1830  

312  3065  3105  3261  700  841  1070  

313  3993  4046  4248  1012  1216  1546  

314  4321  4379  4598  2604  3129  3980  

315  4526  4586  4816  1085  1303  1658  
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316  3931  3983  4183  1596  1917  2439  

317  3615  3663  3846  770  925  1176  

318  1199  1215  1276  476  571  727  

319  1436  1455  1527  560  672  855  

320  935  948  995  564  678  862  

321  1826  1850  1943  150  180  229  

322  1326  1344  1411  241  289  368  

323  1686  1709  1794  426  512  651  

324  1818  1842  1934  556  668  850  

325  1098  1113  1168  240  288  367  

326  1360  1378  1447  289  347  442  

327  1357  1375  1443  214  257  327  

328  1534  1554  1632  211  254  323  

329  965  978  1026  323  388  493  

330  1551  1572  1651  347  417  531  

331  1812  1836  1928  264  317  403  

332  2454  2487  2611  1056  1269  1615  

333  1259  1276  1340  583  701  891  

334  1657  1679  1763  399  479  610  

335  2149  2177  2286  317  381  485  

336  2212  2242  2354  424  510  648  

337  1387  1405  1475  402  483  614  

338  2266  2296  2411  636  764  972  

339  1135  1150  1208  472  567  721  

340  1231  1248  1310  583  701  891  

341  2110  2138  2245  613  736  936  

342  253  256  269  53  64  82  

343  527  534  560  368  442  562  

344  408  413  434  489  588  747  

345  1197  1213  1273  1291  1551  1973  

346  978  991  1040  26  32  40  

347  1131  1146  1203  428  515  655  

348  8968  9088  9542  1964  2360  3002  

349  8968  9088  9542  3105  3731  4746  

350  12778  12948  13595  3928  4720  6003  

351  12778  12948  13595  3317  3986  5070  

352  7432  7531  7908  2391  2873  3654  

353  7432  7531  7908  2098  2522  3207  
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354  8105  8212  8623  2443  2936  3734  

355  8105  8212  8623  2018  2425  3085  

356  6565  7771  9869  3162  3799  4832  

357  6565  7771  9869  3427  4118  5238  

358  8777  10389  13195  2549  3063  3896  

359  8777  10389  13195  2735  3287  4180  

360  8001  8107  8512  2808  3375  4292  

361  8001  9850  13002  3312  3979  5061  

362  8001  9471  12028  1378  1655  2106  

363  7812  9247  11744  2493  2995  3809  

364  7812  7915  8311  2015  2422  3080  

365  11575  11729  12315  5282  6347  8073  

366  11575  13702  17401  7140  8580  10912  

 1546058  1742502  2089596  478524  575026  731359  

 

3.2.3:  Methodology for ascertaining and projecting number of 

Tourists i n each TAZ , Goa 

For estimating  average number of daily tourist in each TAZ, a bottom -up 

approach has been adopted by locating the hotels/paying guest houses in 

each TAZ and estimating number of daily tourists residing in these 

hotels/paying guest houses, after applying average occupanc y and duration 

of stay in these hotels. To elaborate, total number of hotels/paying guest 

houses in Goa as on 31st March, 2018 is 4,399, which house total 51,250 

numbers of rooms. Details are provided in Table 3. 2. 

Table 3.2: Category -wise total number of Hotels/Paying Guest Houses in 
Goa as on 31st March, 2018  

Sl. 
No.  

Category  

No. of 
hotels/Payin

g Guest 
Houses  

Total 
rooms  

No. of 
beds  

Average 
Number of 
Rooms per 

hotel  

(A) (B) (C) (D) (E) (F=D/C)  

1.  Category -A 113  12,433  21,490  110  

2.  Category -B 316  12,316  21,678  39  

3.  Category -C 795  12,636  23,477  16  

4.  Category -D 3,175  13,865  23,768  4 

5.  Total  4,399  51,250  90,413   

Note: Data mentioned in (B), (C), (D) and (E) are as published by the Goa Tourism Department.  
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Detailed methodology adopted is as under:  

a) Ascertaining number of hotels/paying guest house in each TAZ: 

Category -A, B and C hotels were marked based on the information 

available on line as well through primary surveys. Category -D hotels 

constitute almost 72% of all the accommodation facilities and  are 

mostly in the form of Paying Guest Houses (assumed on the basis of 

only 4 numbers of rooms per these accommodation facility on an 

average) and geographical distribution of all of these are not known. 

For this, they have been distributed based on their  density over 

geographical area.  

b) Average number of rooms per hotel/paying guest house is taken from 

Goa Tourism Department.  

c) Average number of tourists per room is assumed as two (2) for 

Category -A hotels, whereas for Category -B, C and D hotels/paying 

guest house, it is assumed as three (3).  

d) From the above, number of tourists are calculated. Further, average 

occupancy per hotel/paying guest house is assumed as 70% (i.e. they 

will be occupied for 70% of the time of year) and average duration of 

stay per tourist is taken as 6 days, as per data published by Goa 

Tourism Department.  

Table 3.3 below provides the detailed calculation on how the total numbers 

of tourists in all TAZs h ave been ascertained.  

Table 3.3: Total Number of T ourists in Goa (aggregate in all TAZs)  

Sl. 
No
. 
 

 

Category  Total 
rooms 

(all 
TAZs)  

Average 
number 

of 
tourists 

per 
room  

Number of 
tourists 

assuming 
100% 

occupancy 
and duration 
of stay as one 

(1) day  

Number of 
tourists 

assuming 70% 
occupancy and 

duration of 
stay as one (1) 

day  

Number of 
tourists 

assuming 
70% 

occupancy 
and 

duration of 
stay as six 

(6) day  

(A) (B) (C) (D) (E=C*D)  (F=E*70%)  (G=F/6)  

1.  Category -A 12,433  2 24,866  17,406  3,165  

2.  Category -B 12,316  3 36,948  25,864  4,702  

3.  Category -C 12,636  3 37,908  26,536  4,825  
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4. Category -D 13,865  3 41,595  29,117  5,294  

5.  Total  51,250   141,317  98,922  17,986  

Note: Source of data of (B), (C) and (D) and average duration of stay: Goa Tourism 

Department  

For cross checking purpose, it may be  noted that the above -mentioned total 

number of tourists is in line with the data published by the Goa Tourism 

Department. Det ails are provided in Table 3.4.  

Table 3.4: Number of T ourists in Goa  

 2017  2016  2015  
Average of three 

years  

Tourists 
(annual)  

7,785,693  6,330,744  5,297,902  6,471,446  

Monthly  648,808  527,562  441,492  539,287  

Daily  21,627  17,585  14,716  17,976  

Source: Goa Tourism Department  

3.2.4:  Land Utilization of Goa  

Usually Comprehensive Mobility Plans (CMP) are prepared for cities, but the 

CMP-Goa is the first of a kind where the mobility plan is prepared for the 

entire State of Goa where the classification is done at a much larger as well 

as to a regional scale. The  land utilization for Goa of 1977 and 2001 and the 

land utilization suggested in Draft Regional Plan 2021 for different 

categories are shown in Table 3.5.  

Table 3.5: Land Utilization of Goa  

Land Utilisation Type  

Area 
1977  

(In 
%age)  

Area 2001  
(In %age)  

Area 2021  
(In %age)  

Total Area in 
Hectres 
(2021)  

FOREST 
(Protected/reserved/nationa
l park/wild life)  

- - 32.28  123202.90  

Mangrove Forest  - - 0.61  2324.12  

Private Forest  - - 0.93  3542.32  

Water Bodies/ nalla/ponds  - - 5.54  21132.65  

Paddy Field/Khanzan Lands  - - 10.06  38392.36  

Orchard  24.2  23.2  14.99  57220.97  

Natural Cover  24.3  38.2  12.68  48392.23  
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Cultiviable  13.7  19.4  2.67  10184.43  

Salt Pans  - - 0.08  320.68  

Fish farm / Mud Flats  - - 0.06  225.94  

Settlement  5.5  10.7  16.50  62973.19  

Institutional  - - 0.57  2163.74  

Industry  0.2  0.7  1.04  3984.36  

Miz  - - 0.08  311.01  

Transportation  - - 1.91  7281.19  

Miscellaneous  8.5  1.8  0.01  38.18  

Marshy land  5.4  6 - - 

Waste land  18.2  - - - 

Grand  Total    100  381690.27  

Source: Draft Regional Plan Goa 2001, 2021  

In absence of different empirical data for Transportation category of Land 

utilization, the accurate percentage change of land use is not possible. 

However, The spatial requirements of the land for the proposed population 

of 18,14,864 in 2041 for the State of Goa area is estimated as per the 

suggested norms and standards as applicable to the different classes of 

Cities/Towns as classified by UDPFI Guidelines (Urban Development Plans 

Formulation and Imple mentation). Based on the above said criteria , the 

urbanisable land categorised for various categories is estimated for different 

classes of Cities/Towns of Goa in 2041. The Land use Structure for 

Development of Urban Centres of Goa  in 2041 is given in T able 3.6.  

Table 3.6: The Land use Structure for Development of Urban Centers of Goa 

in 2038  

Sl. 
No.  

Land use Category  
Percentage of Developed Area  

Small  Medium  Large  Metropolitan  

1 Residential  45Ȥ50 43Ȥ48 36Ȥ39 36Ȥ38 

2 Commercial  2Ȥ3 4Ȥ6 5Ȥ6 5Ȥ6 

3 Industrial  8Ȥ10 7Ȥ9 7Ȥ8 7Ȥ8 

4 Public & Semi Public  6Ȥ8 6Ȥ8 10Ȥ12 10Ȥ12 

5 Recreational  12Ȥ14 12Ȥ14 14Ȥ16 14Ȥ16 

6 
Transport & 
Communication  

10Ȥ12 10Ȥ12 12Ȥ14 12Ȥ14 

7 
Agriculture, Water 
bodies and Special 
areas  

Balance  Balance  Balance  Balance  
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Total Developed Area  100  100  100  100  

Source:  Revised URDPFI Guidelines 2015  

It should also be noted that, it would be desirable to fix the recommended 

land use share for essential uses like Residential, Transportation and 

Recreational while the proportion for other uses may be flexible. Actual land 

use percentage in a given city case should be calculated based on local 

conditions and needs.  

3.3:  Travel Demand Forecast  

3.3.1:  Development of Transport Model  

A scientific transport model to replicate Goa state and urban transportation 

system (roads, congestion delays, transit system, ferries etc.) has been 

developed with a state -of-the -art software and modelling technology. This 

model can be used for forecastin g, using altered model inputs to reflect 

future year conditions. By simulating roadway conditions and travel demand 

on those roadways, deficiencies in the system can be assessed. Potential 

major future network enhancements such as introduction of efficient  Transit 

System (such as Metro, Light Rail, Bus Rapid Transit) with land use 

modifications can be analyzed by this tool and its efficacy can be established 

at a planning level.    

Several software programs are available for developing travel demand 

models.  The Goa transport model has been developed using VISUM (state -of-

the -art Travel Demand Modeling software).  

3.3.2:  Model Structure  

The model is based on a conventional 

4-stage transport model approach. It 

includes:  

Trip Generation  ð calculating the 

number of origins and destinations 

for each zone.  

Trip Distribution  ð attaching the 

origins and destinations for complete trips.  
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Modes:  The modes that are modeled under the study include two wheelers, 

Private Cars, Tourist Taxis, Auto rickshaws, Public Transport i.e. Bus.  The non - 

motorized transport and commercial vehicles are considered as a preload.  

Zoning:  366 zones within the state, from 367 to 376 are considered for Airport / 

Rail Terminal / KTC Bus stands, from 377 to 384 are external zones resulting in 

a total of 384 zones.  

Network: The highway (road) network considered all the Key arterials, Sub 

arterials and collectors. The transit system considered include the existing public 

transport system in all its forms i.e. bus with routes, frequency, fare structure 

etc.: (37645 no des, 220 bus routes (including mofussil Bus Routes)  

Centroid connectors - 3886  

Links - number 82256  

Planning Period:  Year 2018 is considered as the base year and 2038 has been 

set as the horizon year for the planning of the long term strategy.  

Mode Choice  ð determining the mode for each trip (TW, car, auto, Public 

transport).  

Assignment  ðassigning passengers to their respective highway and transit 

networks.  

Network Development  

Transport network developed for the model comprises two components, 

Highway Network for vehicles and the Transit Network for public transport 

system i.e. buses, metro and any new public transportation system.  

Each of the networks is described in detail below:  

1.  Highway Network  

The coded highway network for the study area represents the nodes 

(intersections) and links between them. Connectivity between the network 

and zones is provided through centroid connectors. Based on the network 

inventory, each link has been assigned attributes such as: number of lanes; 

divided or undivided carriageway; encroachments; availability of footpaths 

etc. The road network for the base year is shown in Figure 3. 2 and  Figure 

3.3. 
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Figure 3.2: Base Year Study Are a Road Network -All roads  



 

74  
 

 

Figure 3.3: Base Year Study Area Road Network  ð By Category  
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2.  Transit Network  

The transit network represents the connectivity, headways, speeds and 

accessibility of transit services. In Goa, majority of buses ply on the main 

corridors connecting to NH 66 and arterial links within the town. The transit 

routes are specified as those using the transport links and having 

stops/stations at determined locations. The access to the s tops/stations 

from zone centroids and other nodes is provided either by existing highway 

links or by defining exclusive walk links.  The distance between the bus 

stops is generally assumed as 500m in the public transport assignment. In 

case of Goa, since t he development has horizontal spread over large size 

land parcels, the actual bus stop locations were referred for coding. The 

transit network for the study area is shown in Figure 3. 4. 

Currently, about 220 KTC bus routes are operating in Goa. Information on 

the same was collected and coded in to the system. Fare structure and 

frequency for each of these services are also included. There are private bus 

operators running mini -midi buses in side town area. In place limited data 

available on the private bus o perators, consultant has validated the 

ridership number (Boarding ð Alighting numbers) and performed reverse 

calculations for estimating headways.  
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Figure 3.4: Transit Network Maps in the Study Area  
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3.3.3:  Development of Matrices  

Household and roadside passenger interview data were used to develop the 

observed mode -wise trip matrices. The traffic study performed at 8 outer 

cordon locations and multiple inner cordon and junction count locations. 

The external trips for the car, two wheeler, auto, public transport and 

commercial vehicles were constructed based on the O -D survey conducted 

at the outer cordon.  

The mode wise matrices were developed for morning peak hour. From the 

primary surveys it has been observe d that the morning peak is during 9.00 

to 10:00.  So the model was built for this duration.  

Highway Assignment  - A user -equilibrium multi -modal assignment 

procedure based on generalized cost was used for loading matrices in PCU 

values.  

Transit Assignment  ð The public transport assignment process is a multi -

path assignment which enumerates and evaluates the òreasonableó or 

òattractiveó multiple discrete routes between zones, considering number of 

transfers, non -transit and in vehicle cost, boarding and trans fer penalties 

and fares etc.  

3.3.4:  Assumptions m ade for Four Stage Modelling  

The reliability of the four stage modelling highly depends on the input 

parameters given to the model. In other words, the scientific modelling 

process is based on certain set of input s arrived either from secondary data 

or through primary surveys. In case of Goa model, the consultant has 

identified some data limitations which are described in the Table 3.7 . 
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Table 3.7: Assumptions of Trav el Demand M odel  

Stage  
Required Input 

Parameters  
Issues / Data Limitations for Goa Model  

Trip 
Generation  

Zone wise 
Population, income 
level, vehicle 
ownership, 
employment, land 
use ð commercial / 
industrial zones, 
tourist trips etc.  

The zone wise employment data and information 
related to tourist accommodation / occupancy 
was not available.  
 
The land use details were available only for 
limited areas comprising Panaji and Madgaon. 
The remaining zones excluding these two towns 
were broadly categorize d based on density / 
settlement but not on the base of land use. In 
short, the land use details could not be used as 
a reliable source for modelling task for state.  

Trip 
Distribution  

Distance between 
origin and 
destination points.  

There are selected destination spots for non -
home based tourist trips. The detailed 
information on tourist travel was captured at the 
inner cordon points. The trip distribution 
pattern for visitors will be very subjective to their 
travel plans and changes on daily basis.  
There is a seasonal impact on tourist trips. 
Number of trips expected in the month of 
December and January is higher than June to 
August.  

Mode 
Choice  

Travel cost for 
public transport 
modes, income 
levels to understand 
value of time, fuel 
price etc.  

The mode selection is based on the utility 
between various available travel modes. The 
information on private buses / tourist buses 
were available with multiple unknown 
parameters such as routing pattern, fare, 
ridership details etc.  

 

Considering data limitations and time constraints for completing this 

assignment, consultant has made assumption (and tried to match with the 

local travel conditions). The set of assumptions is prescribed in the list 

below:  

× In absence of detailed information on land use, consultant ha s used land 

size and location as an additional responsible parameter for trip 

attraction. This parameter is considered as an independent factor in the 

regression equation in addition to the employment. The employment 

details were estimated based on the inp uts received from Household 

Survey.  

× From the primary survey information, the base year headway during the 

peak hour for private bus operators is in the range of 5 - 10 min within 
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urban area. For example, in Panaji, during peak hours, the private 

operator i s plying his buses on the registered route between Panaji bus 

stand and Miramar with headway of 5 mins.  

× There are various ways of handling non home based trips in the 

traditional modelling process. Since this is a state level model and 

focused for home ba sed work trips, the consultant has arrived with two 

options for assignment. The first one have limited tourist trips assigned 

during non -peak tourist season (June to August) while the other scenario 

will consider peak season tourist trips (December -January ). In both the 

scenarios, tourist trips will be pre -loaded to the network followed by re-

loading of public transport passenger trips and freight vehicle 

assignment.     

× The model is prepared for the state level conditions which is a 

combination of urban an d sub -urban settlement. As a typical example, 

Goa has very scattered development in the sub -urban part. This will 

naturally have different travel pattern than the urban settlement. Hence 

the trip length and mode choice calculations were done separately for  

urban and sub -urban zones.  

× The accuracy of the model is on higher side if we analyze input 

parameters at mode disaggregate level.  For example, if the zone size is 

smaller, then the information on independent parameter (such as 

population, land use, employment) will be precisely applicable for that 

particular zone. This approach can be further refined for cluster level 

analysis. The zones which have identical or similar functionality (required 

for trip generation) can be clubbed together to form a clu ster. With this 

as a concept, following 6 types were defined  (Table 3.8 ) and used for trip 

generation process in this model.  
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Table 3.8: Zone Categorization for Planning P urpose  

Area  

Zone 
Type No / 

Cluster 
no  

Density Category  
 

Description  

Within 
town / 
Urban 
Settlement  

1 Urban - High Density  Cluster of zones based on 
the urban settlement (either 
residential or commercial or 
industrial) within town limit 
/ municipal limits.  

2 Urban - Moderate Density  

3 Urban - Low Density Type  

Outskirts / 
Next to the 

town  

4 Moderate  

These zones are just next to 
the town limits which have 
immediate potential for 

development after 
saturation of zones inside 
respective town.  

Area 
between 
Forest land 
and 
Outskirts 
of town  

5 Low 

This cluster is a group of 
zones which have very 
scattered development and 
low density. This can 
include agriculture land and 
areas away from the town 
excluding forest zone.  

Forest 
Area  

6 Very low  

These zones have negligible 
role both for trip production 
and attraction. The area is 
reserved as a forest land.  

 

The information explained in the table above was mapped and presented in 

the Figure 3. 5.  
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Figure 3.5: Zone Categorization map  
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3.4:  Calibration & Validation of 4 Stage Model  

3.4.1:  Trip Generation  

Journey is an out way movement from a point of origin to a point of 

destination, whereas the word "trip" denotes an outward and return journey. 

If either origin or destination of a trip is the home of the trip maker then 

such trips are called home based trips and the rest of the trips are called 

non home based trips. Trip production is defined as all the trips of home 

based or as the origin of the non -home based trips. Trips can be classified 

by trip purpose, tr ip time of the day, and by person type. Trip generation 

models are found to be accurate if separate models are used based on trip 

purpose/land use density. Trip Generation: Trip end models were calibrated 

by relating the trip produced from and attracted to  the zones with the Land 

use. The base year population and employment for the study area are 

presented in Table 3. 9. 

Table 3.9: Population and Employment ð 2018  

Sub area  Population  Employment  

Goa State  1460000  466000  

 

The calibrated trip end models for the peak hour are presented Table 3. 10 . 

Table 3.10 : Trip End Model  

Cluster Type  
Cluster 
Number  

Production Factor  Attraction Factor  

  
Multi
plier  

cons
tant  

R Sq 
Value  

Multip
lier 1  

Multip
lier 1  

cons
tant  

R Sq 
Value  

Urban - High 
Density 1  

1 0.61  915  0.534  
0.000
541  

-
0.006
718  

1268  0.69  

Urban - High 
Density 2  

2 0.61  895  0.62  
0.029
443  

-

0.426
723  

5708  0.62  

Urban - 
Moderate 
Density  

3 4.3  -800  0.65  
0.015
318  

-
0.738
573  

260  0.57  

Urban - Low  4 0.6  915  0.54  
0.000
541  

-
0.006
718  

1268  0.69  

Moderate  5 
0.36
05  

6 0.84  
0.002
238  

0.114
217  

47  0.84  

Low  6 0.21 170  0.81  0.000 0.009 224  0.6  
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02  792  335  

Very low  7 
0.29
87  

-378  0.95  
0.002
138  

-
0.015
135  

-145  0.98  

 

Comparison of the modelled production -attraction with the observed 

production -attraction is shown in following tables: It is observed from the 

figures that the observed and modelled values are close when R Square 

value is greater than or equal to 0.7. The Other trips produced and at tracted 

for different purposes like Social, Health, Recreational, Shopping etc. It is 

difficult to model this complexity in travel behaviour.  

 

Figure 3.6: Trip Production Comparison  

 

Figure 3.7: Trip Attraction Comparison  

3.4.2:  Trip Distribution  

The decision to travel for a given purpose is called trip generation. These 

generated trips from each zone are generally distributed to all other zones 
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based on the choice of destination. This is called trip distribution which 

forms the second stage of travel demand modelling.  

Trip distribution procedures determine where the trips produced in each 

zone will go and how they will be divided among all other  zones in the study 

area. The output is a set of tables that show the travel flow between each 

pair of zones.  

The decision on where to go is represented by comparing the relative 

attractiveness and accessibility of all zones in the area --  a person is mor e 

likely to travel to a nearby zone with a high level of activity than to a distant 

zone with a low level of activity. There are several types of trip distribution 

analyses: the  Fratar method, the intervening opportunity model  and the 

gravity model.  In th is text, we will discuss only the gravity model, because it 

is the most widely used method.  

Gravity model was used to estimate the trip distribution parameters. To 

arrive at this, different distribution functions like Gamma, Inverse and 

Exponential functio ns were tested to fit the data from survey. Gamma 

function gave the best fit when compared against the observed data. The 

Gamma function formulation is as below:  

f₣(d₤_ij)=a₣*d_ij₤^b ₣*e₤^(c₣(d₤_ij))   

Where,  

dij: distance in shortest path from zone i to j . 

a,b,c : calibrated parameters  

The calibrated gravity model parameters for each purpose are shown in the 

Table 3.1 1. 
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Table 3.11 : Calibrated Gravity Model Parameters  

Parameters  Total Trips  

a 2.28509707  

b -1.7361332  

c -0.0337513  

 

The base year (2018) Productions and Attractions obtained from the 

corrected O -D matrices, skim matrices from network and the calibrated 

Gamma function parameters were used to generate purpose wise synthetic 

matrices in VISUM.  

The Trip length distributions from Observed/Corrected and Synthetic O -D 

matrices were calculated and the comparison graph is shown in Figure 3. 8. 

The average trip lengths obtained from the model are presented in the 

following table.  

Table 3.12 : Modelled Average Trip Lengths -2018  

 Average Trip Lengths in KMs (for Passenger Trips)  

Mode  Regional Level  Panjim  Vasco Margaon  Ponda  Mapusa  

2W 8.86  1.98  1.68  2.07  0.96  1.25  

Auto  9.94  2.01  1.76  2.09  0.81  1.39  

Car  11.91  2.04  1.72  2.08  0.97  1.47  

Bus  14.61  2.66  2.11  2.32  1.01  1.56  

 

3.4.3:  Mode Choice  

The modal split for person Trips (all purposes for motorized modes) as 

observed in the base year (2018) is shown in following table. The share of 

private transport is more than 87%. The relatively high share of private 

modes is not a desirable mode share from emissions point of view. The 

absence of organized public transport coupled with consumersõ purchasing 

power, is leading to increase in the number of two -wheeler and car user s. 

  



 

86  
 

Table 3.13 : Observed Mode share  

Mode  Observed Mode share  

2W 59.09%  

3W 6.86%  

4W 22.65%  

BUS 11.40%  

Total  100.00%  

 

1.  Utility Theory : 

Virtually all mode choice models for predicting individuals' choices are 

based on a behavioural principle called "utility maximization." This principle 

and its relation to choice can be stated in words very simply. According to 

the utility maximization principle, there is a mathematical function U, called 

a utility function , whose numerical value depends on attributes of the 

available options and the individual. The utility function has the property 

that its value for one option exceeds its value for another if and only if the 

individual prefers the first option to the secon d. Thus, the ranking of the 

available options according to the individual's preferences and the ranking 

according to the values of the utility function are the same. The individual 

chooses the most preferred option, which is the one with the highest utilit y-

function value.  

The utility maximization principle can be stated mathematically as follows: - 

Å Let C denote the set of options available to an individual (e.g., car, auto 

and bus in the case of mode choice). C is called the choice set.  

Å For each option i in C, let Xi denote the attributes of i for the individual in 

question. For example, if i correspond to car, Xi denotes the travel time, 

travel cost, and other relevant attributes of car mode for the individual in 

question.  

Å Let S denote the attributes of the individual that are relevant to 

preferences among the options in C (e.g. income, etc.).  

Then, according to the utility maximization principle, there is a function U 

(the utility function) of the attributes of options and individuals that 
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describes individuals' preferences. U has the property that for any two 

options i and j in C.  

U(X, S) > U(X, S)  

    i              j  

Utility is an indicator that an individual decision maker will give to an 

alternative mode. Utility for an alternative mode is genera lly derived from the 

attributes of the alternative mode. It is assumed that the decision maker will 

choose an alternative whose utility value is greater than the utilities of other 

alternatives.  

Utility of an alternative is a function of its attributes. Su ppose in a set of 

alternatives ôCõ an individual will only choose the alternative ôiõ, if and only if 

Ui is greater than the utilities of all other alternatives ôjõ. 

U (Xi) > U (Xj), for all j Ȅ C 

Where C is as set of ôjõ alternatives and Xi , Xj are vectors of attributes 

describing alternatives i and j respectively.  

The utility equation consists of two components: ð 

Å Deterministic portion, which is observable utility portion that can be 

estimated and;  

Å The error portion, which is unknown. 

This error  portion is the sum of the errors from many sources like imperfect 

information, measurement errors, omission of modal attributes, and errors 

in the utility function. The final utility equation is represented as follows.  

U (Xi) = V (Xi) + ǥ (Xi ) 

Where U (X i) Total utility of the alternative  

V (Xi) Deterministic or observable portion of the utility estimated  

ǥ (Xi ) Error portion of the utility function unknown to estimate 
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Based on the utility theory, the decision maker chooses an alternative mode 

what suits  him the best.., i.e. where U of the mode selected is greater than 

other modes. The following example illustrates the use of the utility 

maximization principle in mode choice analysis.  

2.  MNL model for Goa  

The Revealed Preference (RP) data (from Household sur vey) captures 

observed or reported actual behaviour. On the basis of Household surveys, 

14780 choice set data points were collected. The results of calibrated Multi 

Nomial Logit Model (MNL) are shown in the following table.  

Table3.14 : MNL results from Goa Households surveys (2018)  

MNL Results  

Parameter  Estimate  

Log (Generalized Cost - two wheeler)  -40.04%  

Constant (two wheeler)  119.26%  

Log (Generalized Cost -Auto)  -40.04%  

Constant (Auto)  -22.14%  

 

The Generalized cost for each mode is calculated as follows:  

Generalized Cost = (Value of Time* Travel time) + Travel Cost  

Travel time is the Perceived Journey time experienced by the passenger 

estimated as follows:  

Perceived Journey Time = k1 * In vehicle Travel Time + k2 * Access Time +  

k3* Wait Time + k4* Transfer wait time + k5*Egress time +10 min*No. of 

transfers,where  

k1= In vehicle travel time factor  

k2= Access time factor  

k3= Wait time factor  

k4= Transfer Wait time factor  

k5= Egress time factor  
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The following are the assumptions regarding generalized cost calculations 

for each mode.  

Table 3.15 : Assumptions for Travel Cost C alculation  

Mode  Cost  Remarks  k1  k2  k3  k4  k5  

Two 
Wheeler  

Rs 1.5 per KM  
Cost of Petrol = RS 

60/ltr and Mileage = 40 
KMPL 

1 0 0 0 0 

IPT  
As per 

prevailing fare 
(20 Rs per km)  

 
1 0 0 0 0 

Car  Rs 5 per KM  

Cost of Petrol = RS 

60/ltr and Mileage = 12 
KMPL 

1 0 0 0 0 

Bus  
As per 

prevailing fare  

Based on fare tables 
provided by govt 

agencies  
1 1 1 1 1 

 

VISUM Model Screenshot for Mode Choice Parameters:   

 

Based on the calibrated MNL models, the aggregate modal shares are 

estimated and the following table gives the comparison of aggregate observed 

and modelled modal shares.  

Table 3.16 : Mode Choice Validation  

Mode  Observed Mode share  Modelled Mode share  

2W 59.09%  59.62%  

3W 6.86%  6.62%  

4W 22.65%  21.94%  

BUS 11.40%  11.82%  

Total  100.00%  100.00%  
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3.4.4:  Trip Assignment  

Trip ( Traffic ) assignment is the process of allocating a given set of trip 

interchanges to a specific transportation system and is generally used to 

estimate the volume of travel on various links of the system to simulate 

present conditions.  

The process requires as inpu t a complete description of existing 

transportation system, and a matrix of inter -zonal trip movements. The 

output of the process is an estimate of the trips on each link of the 

transportation system. The model is validated as explained in further 

sections  through GEH statistic.  

The purposes of trip assignment are broadly explained as follows:  

ǒ To evaluate the effects of limited improvements and extensions to the 

existing transportation system by assigning estimated future trips to the 

network.  

ǒ To test alter native transportation system proposals by systematic and 

readily acceptable procedures.  

ǒ To provide design hour volumes and turning movements.  

The corrected peak hour mode wise demand matrices were assigned on to 

the supply road network. The volumes to capacity (v/c) ratios close to 0.9 

indicate that the operating conditions are close to capacity which is not 

desirable. V/c ratios between 0.71 and 0.8 indicate that there is less 

freedom to manoeuvre and high density of traffic volume.  
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Figure 3.8: Base Year Traffic flow map  

3.4.5:  Validation (GEH ) 

The observed highway and public transport matrices were assigned on the 

network and the assigned traffic volume has been compared with the 

observed traffic counts on scr een lines, inner cordon, outer cordons and at 
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intersections. The validation is carried both for midblock movements as well 

as at for the turning volumes. Validation results are given in Table 3.17.  

Table 3.17 : Base Year Observed OD Validation on Outer Cordon / Inner 

Cordon and Screen Line  

 
 

2W 3W 4W Bus  Goods  

Link  Turn  Link  Turn  Link  Turn  Link  Turn  Link  Turn  

<5%  63% 67% 63% 90% 72% 74% 67% 73% 74% 78% 

>10%  4% 9% 3% 0% 7% 4% 3% 0% 2% 1% 

 

The base year trip matrices have been developed using the data compiled 

from household surveys, terminal surveys and roadside interview survey. 

Mode wise peak hour matrices were extracted and expanded from these 

surveys. The corresponding mode wise matrices are added to get a combined 

matrix that represents the trip movements for entire Udaipur control area. 

Each mode wise matrix consists of movements between Internal zones to 

Internal zones (I -I), Internal to External zones (E -I & I -E) and External 

movements (E -E). From the household survey, it is observed that, out of the 

total one -way trips, 20.4% move in the common peak hour (09:00 to 10:00 

hrs).  These prior matrices thus derived from household, terminal and outer 

cordon surveys have been calibrated to the counts observed on links and 

turns using the T -Flow Fuzzy process available in VISUM. This process has 

been explained below.  

ǒ TFlow Fuzzy Matrix Correction  

TFlow  Fuzzy is procedure developed based on Fuzzy logic techniques and 

made available in VISUM to correct an O -D matrix based on a comparison of 

counted volumes and assignment volumes. It is possible to run TFlow  Fuzzy 

with any combination of counts on links, turns and O -D traffic for zones. 

The basic idea behind this procedure is best illustrated with Figure 3.9 . 
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Figure 3.9: TFlow  Fuzzy Matrix Correction Methodology Flow Chart  

TFlow  Fuzzy is an iterative exercise where the corrected matrices in the first 

iteration is assigned again after relevant network corrections until a 

satisfactory GEH is achieved, i.e. a calibrated -validated model. Generally, 

GEH Statistic, an empirically derived statistical relationship, is used to 

compare two sets of traffic volumes. The formula of GEH Statistic is as 

follows:  

 

Where,  

ôMõ is the hourly traffic volume from the traffic model and  

 ôCõ is the real-world hourly traffic count  

The peak hour calibrated matrices obtained from TFlow  Fuzzy method are 

assigned on to the road network. The assigned and counted traffic volumes 

are compared.  

The use of GEH as an acceptance criterion is recognized in the UK Highways 

Agency's Design Manual for Roads & Bridges (DMRB). It is desired that, 85% 

of the volumes in a traffic model should have a GEH less than 5.0 and 5% of 

the volumes with GEH greater than 10. Table 3.18 gives the GEH statistic 

value for different modes in Goa state.  
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Table 3.18 : GEH statistic for Goa  

Mode  Comparison  GEH<5%  GEH>10%  

2W 
Link Volumes  60% 18% 

Turn Volumes  43% 35% 

3W 
Link Volumes  86% 0% 

Turn Volumes  93% 0% 

4W 
Link Volumes  70% 13% 

Turn Volumes  57% 20% 

Other Buses  
Link Volumes  64% 5% 

Turn Volumes  67% 0% 

Goods  
Link Volumes  69% 3% 

Turn Volumes  74% 1% 

Public Transport  
Boarding  65% 15% 

Alighting  52% 24% 
 

3.4.6:  Base Year Travel Characteristics  

 

Figure 3.10 : Desire line ðBase year  
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Figure 3.11 : Desire line -Base Year for major Towns in Goa State  

 

Figure 3.12  : Desire line - Base Year for Major Areas in North Goa  
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Figure 3.13 : Desire Line -Base Year for Major Areas in South Goa  

 

The traffic characteristics of the study area in terms of mode share are given 

in Table 3.19.   

Table 3.19 : Base year Travel Characteristics  

Passenger Trips  
Base Year (2018)  

Trips (No.)  Percentage  

Two  W heeler  109316  59.62%  

Auto Rickshaw  12128  6.62%  

Car / Taxis  40228  21.94%  

Public Transport (Bus and Ferry)  21668  11.82%  

Total Trips  183341  100%  
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Figure 3.14  : Desire Line -Base Year Trips for Light Commercial Vehicles  

The volume to capacity ratios for the major roads, are presented in Table 

3.20 . 
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Table 3.20 : Base Year (2018) Transport Characteristics on Major roads  

Sl no  Name of the Road  
V/C Ratio  

Maximum  Average  

1 Vasco Market to NH 66 Road  0.7  0.55  

2 Vasco Airport to NH 66 Road  0.6  0.53  

3 NH 66 Panjim Bridge  1.4  0.84  

4 Panjim Bus Stand to Miramar  1.95  0.8  

5 Mapusa Market Road  0.55  0.35  

6 Mapusa Municipal Council Road  0.7  0.4  

7 Ponda Bus Stand Road  0.9  0.68  

8 Ponda Market Road  0.5  0.3  

9 Arlem ð Margaon Bypass (Outer Road)  0.9  0.55  

10  Mapusa Court Road  0.85  0.42  

  

3.4.7:  Travel Demand Forecast  

The strategic Urban Travel Demand Mode l developed  above has been used  to 

predict travel patterns and modal shares in the horizon year i.e. 2038 under 

respective land -use and transport network scenarios.  

 

Figure 3.15 : Methodology for Travel Demand Forecast  



 

99  
 

Trip End models have been used to predict the number of trips generated 

from and attracted to each of the zones in the study area. Projected trip 

ends along with the network options in the future were provided as inputs to 

the distribution and modal split models to arrive  at future trip matrices for 

Car, Two Wheeler, Auto Rickshaws and Public Transport. The methodology 

for travel demand forecast in the study area is presented in the Figure 3.1 5. 

3.4.8:  Scenario Development for Horizon Year  

As a part of this scientific study, it was essential to analyse impact of traffic 

growth in absence of any kind of infrastructure development in 

infrastructure. For example, if we compare any particular road, say NH 66 

connecting South and North region in Goa; the base year traffic condition 

will not remain same after 10 or 20 years horizon period. In absence of any 

the infrastructure (supply side) improvement of NH 66, the road network 

performance will degrade. Probably it will create more congestion and 

bottlenecks at certain locations.  

Table 3.21 : Comparison of Do -Nothing Scenario for Base and Horizon Years  

No of Passenger Trips (Pk Hr)  

 
Mode Regional Level  Panjim  Vasco Margaon  Ponda  Mapusa  

2018  

2W 109316  11798  4335  8086  5270  6367  

Auto  12129  1306  461  894  571  697  

Car  40228  4335  1555  2971  1912  2328  

Bus  21669  2054  718  1507  857  1119  

Total  183342  19493  7069  13458  8611  10511  

2038  

2W 135930  12939  4600  8733  5778  6904  

Auto  13128  1229  406  829  530  658  

Car  51877  4905  1690  3311  2159  2619  

Bus  20272  1710  567  1221  735  965  

Total  221207  20783  7262  14094  9201  11146  
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Table 3.22 : Comparison of V/C Do -Nothing (2018 and 2038) Transport 
Characteristics on Major roads  

Sl no  Name of the Road  
V/C Ratio 2018  V/C Ratio 2038  

Maximum  Average Maximum  Average 

1 Vasco Market to NH 66 Road  0.7  0.55  1.6  0.85  

2 Vasco Airport to NH 66 Road  0.6  0.53  1.25  0.81  

3 NH 66 Panjim Bridge  1.4  0.84  2.05  1.24  

4 Panjim Bus Stand to  Miramar  1.95  0.8  2.25  0.98  

5 Mapusa Market Road  0.55  0.35  0.9  0.52  

6 
Mapusa Municipal Council 
Road 

0.7  0.4  1.15  0.6  

7 Ponda Bus Stand Road  0.9  0.68  1.45  0.85  

8 Ponda Market Road  0.5  0.3  0.95  0.45  

9 
Arlem ð Margaon Bypass 
(Outer Road)  

0.9  0.55  1.2  0.65  

10  Mapusa Court Road  0.85  0.42  1.05  0.48  

 

ǒ Development of Do -Something Scenario for Horizon Years  

As a part of planning procedure, civic or state bodies undertake different 

projects to improve the supply of physical infrastructure. This includes but 

not limited to addition of roads, bridges, flyovers, rail over bridges etc. The 

implementation of such civil projects will add additional capacity.  

Amongst the major roadway works undertaken by the PWD, the two 

prominent works along the National Highw ays include the roadway 

networks forming the spine of the State connecting the North ðSouth (NH -

17) and East ðWest (NH -4A, NH -17 A and NH -17 B).  

Currently, these corridors cut across major cities like Margao, Ponda, 

Mapusa, etc. The proposed corridors act  as bypass to the through traffic 

thus reducing the conflicts within the city centres. The roadway segments 

are currently of two lane width and are proposed to be either 4 lanes or 6 

lanes depending upon the type of super structure proposed. These projects  

are identified and coded in the model to examine their impact on network 

capacity.  
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Table 3.23 : List of Proposed Road Infrastructure Projects (PWD) in Goa  

Location  
Length 
(Kms)  

Existing 
Lanes  

Proposed lane details  

NH-17: Maharashtra - 
Pernem - Mapusa - 
Panaji - Cortalim - 
Verna - Margao - 
Cuncolim - Chaudi - 
Polem - Karnataka  

135.96  2 

(i) Surface Road: 4 Lanes (45 m)  

(ii) PUP/ LVUP/VUP/Flyover: 6 
Lanes: 45m - 60 m PROW  

(iii) Elevated Corridor in Urban 
Area- 4/6 Lanes 30m  

NH-4A: Karnataka - 
Darbandora - Ponda  - 
Bhoma - Banastari - 
Panaji  

69.55  2 

(i) Surface Road: 4 Lanes (45 m)  

(ii) PUP/ LVUP/VUP/Flyover: 6 
Lanes: 45m - 60 m PROW  

(iii) Elevated Corridor in Urban 
Area- 4/6 Lanes 30m  

National Highway 17 
A: Cortalim (Kortali) - 
Sancoale - Chicalim - 
Murmugao  

16.45  2 

(i) Surface Road: 4 Lanes (45 m)  

(ii) PUP/ LVUP/VUP/Flyover: 6 
Lanes: 45m - 60 m PROW  

(iii) Elevated Corridor in Urban 
Area- 4/6 Lanes 30m  

National Highway 17 
B: Ponda - Verna - 
Vasco de Gama  

38.45  2 

(i) Surface Road: 4 Lanes (45 m)  

(ii) PUP/ LVUP/VUP/Flyover: 6 
Lanes: 45m - 60 m PROW  

(iii) Elevated Corridor in Urban 
Area- 4/6 Lanes 30m.  

 

The comparison of Do Something with Do - Nothing Scenario is pr esented in 

the Table 3.2 4 below.  

Table 3.24 : Comparison of Do -Nothing and Do -something Scenario for Base 

and Horizon Years  

Passenger Trips  
2018  2028  2038  

Do Nothing  Do Something  Do Something  

2W 109608  59.78%  118470  60.43%  136534  61.54%  

Auto  12058  6.58%  12722  6.49%  12958  5.90%  

Car  40137  21.89%  46716  23.83%  51753  23.43%  

Bus  21538  11.75%  18132  9.25%  19960  9.13%  

Total Trips  183341  100%  196040  100%  221205  100%  

 

ǒ Development of Sustainable Mobility for Horizon Years  

The mobility plan has a focus on improving mobility of people rather than 

vehicles. The aim is to satisfy travel demand in efficient way with minimum 
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impact on environment. Naturally, the system with higher capacity and 

lower emission per traveller will be the preference. With the present and 

proposed settlement pattern, most of the Eastern part of G oa is reserved as 

a forest land, w hile the remaining portion is connected by a strong spine ð 

NH 66. The  corridor is also identified with higher PPHPD both in base and 

horizon year. This demands the strengthening of South ð North connectivity 

by augmenting additional fleet in Goa. The connectivity will also strengthen 

linkage with proposed new airport at Mop a. 

 

Figure 3.16 : Sustainable Mobility for Goa  
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Table 3.25 : Fleet Augmentation Plan -Goa 

No Content  Details  

1 Mopa to Palolem Distance (kms)  107  

2 Travel time in min at speed of 25 km/hr  214  

3 
No of fleet required with 2 min headway (electric buses) in 
2028  

224  

4 
No of fleet required with 1 min headway (electric buses) in 
2038  

448  

  

The comparison of Sustainable Scenario with Do - Nothing Scenari o is 

presented in the Table 3.2 6 below:  

Table 3.26 : Comparison of Do -Nothing and Sustainable Scenario for Base 
and Horizon Years  

No of Passenger Trips (Pk Hr)  

 Mode 
Regional 

Level 
Panjim  Vasco Margaon  Ponda  Mapusa  

2018 (Do 
Nothing)  

2W 109316  11798  4335  8086  5270  6367  

Auto  12129  1306  461  894  571  697  

Car  40228  4335  1555  2971  1912  2328  

Bus  21669  2054  718  1507  857  1119  

Total  183342  19493  7069  13458  8611  10511  

2038 (Do 
Nothing)  

2W 135930  12939  4600  8733  5778  6904  

Auto  13128  1229  406  829  530  658  

Car  51877  4905  1690  3311  2159  2619  

Bus  20272  1710  567  1221  735  965  

Total  221207  20783  7262  14094  9201  11146  

2038 
(Sustainable)  

2W 129628  12474  4442  8435  5594  6702  

Auto  12383  1181  391  801  513  634  

Car  49284  4723  1631  3199  2089  2536  

Bus  29912  2400  793  1691  994  1324  

Total  221207  20778  7256  14126  9189  11196  
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Figure 3.17: Comparison of Public Transport Passenger Trips Scenarios of  

Base Year, Do Nothing 2038 and Sustainable Scenario 2038  
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Figure 3.16 : Comparison of All Modes Passenger  Trip Scenarios of Base 
Year, Do Nothing 2038 and Sustainable scenario 2038   
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The sustainable development scenario will also incorporate an impact 

improved network for access and egress trips. The short length access and 

egress trips, which potentially depend  on the non -motorized transport,  will 

improve with improvement in footpath and cycle tracks. The percentage of 

public transport mode share could further improve by strengthening long 

distance access and egress trips which potentially taken place by motorized 

transport. The yellow lines i n following map shows the access and egress 

trip corridors to be strengthened to support trunk route ridership.  

 A detailed route rationalization study integrating with all public modes will 

be presented separately in Public Transport Master Plan.  

 

Figur e 3.17 : Sustainable Development Scenario  
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3.5  Environmental  Impact  

Environmental impact from the proposed transport projects is analysed at a 

broader perspective  in terms of vehicular emissions . Total vehicul ar 

emissions are categorised into Local land GHG emissions. The local 

emissions comprise pollutants namely PM2.5, NOx, CO and VOC whereas 

Green House Gas (GHG) emissions include CO 2 pollutant.  

In general, local emissions are secondary pollutants. CO 2 emis sions are 

considered to be harmful for the environmental as it increases the global 

temperature. The emissions from the transport sector by the use of fossil 

fuels are considered one of the main reasons for the environmental 

degradation. Cities across the world are planning for reducing the usage of 

fossil fuels to control the CO 2 emissions. Accordingly, Comprehensive 

Mobility Plan has proposed for electrification of public transport fleet in 

Sustainable Urban Transport Scenario. These emissions are quantif ied and 

are presented in  Table 3.27 .   

Table 3.27: Vehicular Emissions for various scenarios for Goa State  

Name of the Impact 
Base Year 

(2018) 
Do Nothing 

(2038) 
Do Something 

(2038) 
Sustainable 

Scenario (2038) 

Local Emissions (Tonnes/day) 27.2 44.0 43.6 13.8 

GHG Emissions (Tonnes/day) 954.8 2765.5 3103.3 639.1 

 

Inferences:  

¶ It is  observed that the Local emissions from all the modes were  

estimated to be  27.2 tonnes/day in base year (i.e. 2018). As per 

Household Survey, about 79% of the personalised vehicles (i.e. Two 

Wheeler and Car) are having  make year less than 5 years resulting in  

lower emissions. These emissions increase by 1.62 times in Do 

nothing scenario for horizon year 2038 whereas 1.60 times in Do 

something scenario for horizon year 2038. However, in Sustainable 

Urban transport scenario (SUT), the local emissions are observed to 

decrease by 49 % from 27.2 tonnes/day in 2018 to 13.8 tonnes/day 

in 2038.  
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¶ It is observed that the GHG emissions from all the modes were  

estimated to be 954.8 tonnes /day in base year (i.e. 2018). These 

emissions increase by 2.9 times in Do nothing scenario for horizon 

year 2038 whereas 3.3 times in Do something scenario for horizon 

year 2038. However, in Sustainable Urban transport scenario (SUT), 

the GHG emissions ar e observed to decrease by 33 % from 954.8  

tonnes/day in 2018 to 639.1 tonnes/day in 2038.  
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CHAPTER 4: MOBILITY VISION AND GOALS  

4.1:  Introduction  

The Comprehensive Mobility Plan (CMP) of any city presents a strategy for 

short, medium, and long -term investments to improve accessibility and 

mobility for its residents. It focuses on the mobility of people to address 

urban transport problems and promote better use of existing infrastructure, 

which leads to the integration of land -us e and transport and is essential to 

build smart cities.  

The CMP will be a key document to justify and support transport proposals 

of the city, to the Central Government and multilateral funding agencies.  

The focus of CMP is:  

× To optimize the òmobility pattern of people and goodsó rather than of 

vehicles . 

× To focus on the improvement and promotion of public transport, 

NMVs and pedestrians as important modes.  

4.2:  Vision  

Considering the rapid rate of vehicular growth in the State as well as the 

decline in public t ransit ridership, the Comprehensive Mobility Plan of Goa 

envisions a long term vision at creating:  

òSmart Modal Shift- Personal  to Public : Provide accessible transit by 

creating safe, reliable, universal and sustainable mobility by strategic  

planningó 

4.3:  Goals  

The main goal is to prepare  a Comprehensive Plan for the State that ensures 

the sustainable integration of transport and land use for the State of Goa. 

The following goals have been formulated:  

Goal 1: Develop public transit system in conformity with  the land use that 

is accessible, efficient and effective.  
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Goal 2: Ensure safety and mobility of pedestrians and cyclists by designing 

streets and areas that make a more desirable, liveable  city for residents and 

visitors and support the public transport s ystem.  

Goal 3: Develop traffic and transport solutions that are economically and 

financially viable and environmentally sustainable for efficient and effective 

movement of people and goods  

Goal 4:  Develop a Parking System that reduces the demand for parkin g and 

need for private mode of transport and also facilitate organized parking for 

various types of vehicles.  

 

GOAL 1 : Develop public transit system in conformity with the land use that 

is accessible, efficient and effective.  

Objectives :- 

i.  Provide good quality public 

transport system that is accessible, 

efficient and effective.  

ii.  Develop strategy to integrate public 

transport system with existing  IPT 

System.  

iii.  Develop strategies to encourage people to use public transport system 

and discourage use of private  vehicles.  

iv.  Develop policies that encourage concentrated mixed land use 

development along the public transport corridors.  
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GOAL 2:  Ensure safety and  mobility of p edestrian and cyclist by designing 

streets and areas that make a more desirable, liveable  city f or residents and 

visitors and support the public transport system.  

Objectives :- 

i.  To improve pedestrian 

facilities in areas of 

pedestrian concentration.  

ii.  To provide facilities to 

pedestrians and ensure 

safety by segregating their 

movement from vehicles 

along  major corridors.  

iii.  To encourage pedestrian movement in heavy pedestrian movement 

areas and restrict use of private vehicles.  

iv.  To provide safe pedestrian facilities along major public transport 

nodes and transfer points.  

v. To develop a Pedestrian policy for saf e and efficient movement of 

people within the city.  

GOAL 3:  Develop traffic and 

transport solutions that are 

economically and financially 

viable and environmentally 

sustainable for efficient and 

effective movement of people and 

goods.  

Objectives :- 

i.  Develop  immediate/short term strategies such as traffic management 

and engineering solutions to ease flow of traffic at major congestion 

points within the city.  
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ii.  Develop medium/long term measures such as ring roads, new links, 

road network development, flyovers, u nderpasses, ROBs and RUBs to 

ease traffic flow along major roads within the city.  

GOAL 4: Develop a Parking Policy that reduces the demand for parking and 

need for private mode of transport and also facilitate organized parking for 

various types of vehicles.  

Objectives :- 

i.  Restrict On -Street 

Parking at critical 

locations in the city.  

ii.  Create off Street 

Parking (wherever 

possible Multilevel Parking) near major activity centres , transit 

stations/terminals to meet the growing parking demand.  

iii.  To suggest various measures through a combination of demand 

management and fiscal measures to restrain the demand for parking 

of private vehicles at critical locations.  

The goals and objectives set for the mobility needs can be achieved by 

formulating a s eries of strategies as per NUTP guidelines. Each of the 

strategies will be evaluated to see its suitability and applicability for the 

State of Goa.  

Besides the above mentioned Goals, some principles of National Mission on 

Sustainable Habitat (NMSH)  need to  be considered in this study before 

formulating the strategies. Accordingly, a brief introduction to NMSH is 

presented in the following section s: 

4.4:  National Mission on Sustainable Habitat (N MSH ) 

Under the National Action Plan for Climate Change, the National  Mission on 

Sustainable Habitat has been launched to cover various aspects which inter 

alia include better urban planning and modal shift to public transport. The 

main objective of the mission is to address the following:  
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× Development of Norms integrating measures related to taxation, 

parking and congestion charges, public carriage specifications and 

service.  

× Norms to encourage public transportation.  

× Development of Norms for Pedestrianisation and cycling.   

× Modal regulations for integrating Transport Plannin g (CMP). 

The habitat parameters also take note of the ongoing reform based AMRUT 

program that has been designed to achieve NUTP principles in the urban 

transport sector. Accordingly, to ensure sustainability in urban transport 

planning, the following eight -principles have been proposed.  

This CMP study also attempts to integrate these principles in its approach.  

4.4.1:  Make Walkable Cities and Towns  

A great walking environment must protect pedestrians from motor vehicles. 

Vehicle speeds need to be radically slowed by Traffic Calming Measures 

(TCM). Footpaths need to be unobstructed, continuous and well lit. 

Crossings should be made safer with pedestrian crossing signals, pedestrian 

islands and pedestrian table -tops that minimize crossing distances and offer 

safety f or pedestrians. Accessibility to wheelchairs must be ensured. The 

pedestrian network should foster the most direct access to all local 

destinations like schools, work, bus stops etc.  

The following indicators have been recommended for pedestrian facilities:  

× All arterial streets should have >= 75% of their lengths - non 

obstructed footpaths to achieve a LOS 1 for the pedestrian facility.  

× All other sub arterial and local streets should have 50 ð 75% of their 

lengths - footpaths for a LOS 2.  

× At-grade pedestrian  crossings at maximum intervals of 70 -250 m.  

Goa does not meet these standards.  A separate strategy for non motorized 

transport improvements need to be included.  
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4.4.2:  Create better environment for Bicycles  

The more bicycles (and any people -powered transport) on the streets the 

safer and less polluted the streets become. Segregated bicycle lanes are 

needed on high speed roads, while on local streets traffic calming and 

shared street designs are better, allowing traffic to mix at slower speeds. 

Building bike lan es and slowing down traffic are keys to make urban 

transport sustainable.  

The following indicators have been recommended for pedestrian facilities:  

× NMT network should be at least 25% of the road network coverage to 

achieve a LOS 1 for NMT facilities.  

× NMT parking facilities should be available at more than 50% of the 

interchanges (bus stops, terminals, railway stations) to achieve a LOS 

2.  
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× At present in Goa, 12% of the total daily trips are on cycles and the 

facilities for cyclists are absent. This invites attention to provide a 

strong bi -cycle network for the state.  

4.4.3:  Connect t he Blocks  

Cities that are pleasant to walk and bicycle typically have large number of 

short streets and many intersections per unit area. This makes the traffic 

slow down while walking becomes more direct, varied, interesting and 

attractive. The tighter the street grid, the fewer detours to a destination. 

Detours can affect the decision to undertake a trip and by what means. 

Streets that are short offer good opportunities to connect with  the 

surroundings. Buildings, shops and streetscape elements are closer to the 

pedestrians and cyclists as they travel. It is recommended that the indicator 

for the number of intersections of pedestrian and cycle network per square 

kilometre  be 50.  

4.4.4:  Build dense -people and Transit Oriented Cities ; m ix people 

and activities  

The first step to accommodate future urban growth is to densify existing 

urban land while providing excellent and diversified services and amenities. 

Dense communities are a foundation for the mixed -use urban areas where 

walking, cycling a nd transit can be integral part  of the way of life.  

The following indicators are recommended for densification:  

× Densify transport nodes according to pedestrian and cycling ð 10 

minute catchment areas.  

× 800 m  for pedestrians and 3 km for cyclists.  

× Integrating residential, work, retail and entertainment activities into 

one area makes for better cities. Trip lengths and travel times can be 

reduced.  

4.4.5:  Get on t he Public Transport  

Mass transit can move a large number  of people quickly and comfortably 

using a fraction of the fuel and street space required by automobiles. The 

bus transit systems are proving that they are able to keep pace with the 
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rapid motorization and metropolitan growth. Busses are more accessible, 

have a wider coverage and are cheaper.  

The following indicators need to be used to assess the effective usage of 

public transport:  

× Percentage of residents within 500 m of public transport stops.  

× Percent mode share of public transport and IPT desired.  

× Percent of stops with frequency of service greater than 15 buses per 

hour.  

× The existing public transport system in Goa requires detail route 

rationalization with well defined integration of main haul services.  

4.4.6:  Shift t o Public Transport  

Shift from unsustain able mobility to sustainable mode like the public 

transport can be achieved using technology, regulating road use, parking 

and fiscal measures. High quality public transport vehicles with efficient 

service, easy accessibility, wide coverage and reasonable affordability are 

required to induce shift from private to public vehicles. This has to be 

coupled with measures like congestion charges in core areas; high parking 

fee; limited parking spaces; tax on private vehicles; implementation of 

demand management m easures etc. No on street parking fees are charged in 

the city. As a strategy we must adopt the levy of parking charges. Also there 

is requirement of providing off -street parking facility which can help in 

increasing the effective road capacity.  

4.4.7:  Urban Tran sport Funding  

Proper institutional set up and an efficient funding mechanism are need of 

the hour to ensure financial sustainability of investments in public 

transport and non -motorized transport. Urban transport financial resources 

should be pooled within  an urban transport fund administered by the 

strategic transport authority at the municipal or metropolitan level. Private 

sector financing for transport infrastructure should be raised through 

competitive tendering of concessions that may be supported by public 

contributions as long as they are subjected to cost -benefit analysis.  
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4.4.8:  Impact Assessment  

New developments and projects will draw increasingly more attention in the 

future as these induce and attract additional traffic in the neighbourhood . It 

is sugg ested an Impact Assessment needs to be done to estimate the 

additional traffic and the infrastructure needs of the neighbourhood . 
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CHAPTER 5: SUSTAINABLE TRANSPORT STRATEGIES  

5.1:  Introduction  

The mobility goals for Goa need to be addressed through a multipronged 

approach. Solutions for complex transport improvements cannot be 

achieved by a single strategy. The following strategies need to be adopted in 

tandem to meet the various goals set for the S tate of Goa.  

× Non-Motorized Transport Strategy  

× Public Transit Improvement Strategy  

× Freight Management Strategy  

× Traffic Engineering Measures  

× Demand Management Strategy  

× Technological Strategy  

It is important to note that each of the above strategies is equally important 

and the order of listing does not imply priority. Each of the broad strategies 

includes sub strategies of immense importance. The strategies when 

implemented through specific pr ojects shall fulfil  the goals and objectives of 

the CMP. The section below discusses  these strategies.  

òThe complex transport situation  needs a multi -pronged approach ó 

5.2:  Non -Motorised Transport Strategy  

Non-motorized transport strategy considers improvement in NMT user 

experience by enhancing footpaths and bicycle lanes. It also addresses 

improvement in safety and accessibility for pedestrians and bicycles at 

intersections. Reducing barriers and impediments on roads to improve 

bicycle safety is another aspect  considered under this strategy. The non -

motorised transport strategy aims at protecting pedestrians from motorized 

vehicles. The NMT network should foster the most direct access to all local 

destinations li ke schools, work stations, bus/ metro stations etc . The various 

action plans framed for improving non -motorized transport infrastructure 

include:  
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× Develop ôõpedestrian onlyõõ plazas and streets. 

× Provide clean, comfortable and complete footpath wherever possible.  

× Introduce cycle tracks for safe cyclist movement.  

× Design the intersections to address the accessibility for pedestrians 

and bicycles.  

× Introduce public bike sharing systems.  

× Provide safe accessibility to public transport.  

5.3:  Public Transport Strategy  

Public transport is a shared passenger transport service which is available 

for use by the general public, as distinct from modes such as taxicab, 

carpooling or hired buses which are not shared by strangers without private 

arrangement. Improving public transport includes NMT also as any public 

transport trip includes a component of access and egress which is already 

covered under NMT Strategy. Improving public transport includes 

improvements in bus service and mass rapid transit with compatible 

pedestrian and bicycle infrastructure. Mass Transit is a form  of public 

transport that can transport a greater volume of passengers and provide a 

higher quality of services than conventional services through a systematic 

combination of infrastructure, equipment and information technologies. 

Mass transit options coul d include Bus Rapid Transit (BRT), Light Rail 

Transit (LRT), Metro Rail System, Mono Rail System, and Commuter/sub 

urban Rail Services. Public transport strategy includes following action 

plans:  

× Proposal for mass transit corridors with NMT access facilities.  

× Augmentation of bus services in the city.  

× Route Rationalization of buses.  

× Provide feeder bus services so as to improve the coverage.  

× Integrate the multiple modes of transport to provide single journey 

experience.  
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5.4:  Freight Management Strategy  

Freight movement in a city is an inevitable process of trade and economy. 

The entry of heavy commercial vehicles into the city will interfere with the 

easy traffic flow. Hence the action plans are prepared such that the freight 

movement will not interfere in the traffic movement. The action plans for 

improving freight movement are:  

× Frame policies to restrict the heavy vehicle flow in the city.  

× Identify freight corridors with the city.  

× Permit heavy vehicles into the city only during specific hours.  

× Identify truck parking locations (freight terminals).  

5.5:  Road Network Strategy  

Road network is a system of interconnected paved carriageways which are 

designed to carry buses, cars, goods vehicles or any other travel mode. The 

road network generally forms the most bas ic level of transport infrastructure 

with urban areas. In order to provide mobility solutions for Goa, it is vital 

that there is effective integration between land use and transport in the 

entire region. The State of Goa is already having a development pat tern 

similar to the multi -nodal network with many urban centres  dispersed from 

the city centre . The Road network strategy includes:  

× Develop Mobility Corridors.  

× Develop ring -radial network pattern.  

× Propose flyovers, underpasses, ROBs, RUBs wherever necessary.  

5.6:  Demand Management Strategy  

Travel demand management (TDM) is an intervention, (excluding provision 

of major infrastructure); to modify travel decisions so that more desirable 

transport, social, economic and/or environmental objectives can be 

ach ieved, and the adverse impact of travel can be reduced. A combination of 

TDM strategies and policies help to reduce travel demand or redistribute 

this demand in space or in time. Detailed Strategies are explained in 

following chapter.  
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5.7:  Traffic Engineering Strategy  

In CMP, an equal emphasis is given on the traffic movement in the city 

which should be safe and accessible for all transport users. Traffic 

movement in the city should enhance the use of sustainable travel choices. 

The policies should be framed to  increase the generalized cost of travel of 

motorized modes as compared to NMT and PT mode. The various action 

plans under traffic engineering strategy are:  

× Junction Improvements.  

× Parking Management and off street parking locations.  

× One way plans.  

× Road markings and signage improvements.  

5.8:  Technological Strategy  

Last but not the least, technological improvements are important for the city 

to be smart. Technological improvements can encompass changes in vehicle 

design, fuel use, energy use and reduction in C O2 emissions related to the 

electrically driven vehicles. Various actions framed for the same are:  

× Smart signalling  at intersections.  

× Real time information systems for public transport.  

× Integrated ticketing system.  

× Smart parking technologies.  
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